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ABSTRACT  
Numerous alternative energy sources are being researched for sustainable energy 
applications, but their overall benefit is still too costly for them to be considered viable.  
Commonly produced temperature gradients created by the environment, or are man-
made, can be converted into useful energy by using thermoelectric materials.  Inorganic 
semiconductors are the most commonly used thermoelectric materials, but have raised 
concerns due to toxicity issues, rarity of heavy elements used, and high fabrication 
temperatures.  These concerns have led research efforts into electrically conductive 
polymer composites prepared in ambient conditions from aqueous solutions.  By 
combining polymer latex with carbon nanotubes (CNT), electrical conductivity can 
resemble metals while thermal conductivity remains similar to polymers.  Using 
different CNT stabilizers for these fully organic composites can tailor the thermoelectric 
properties and harvest thermal gradients from previously inconceivable places (e.g., 
body heat converted into a voltage).  
A semiconducting CNT stabilizer, meso-tetra(4-carboxyphenyl) porphine 
(TCPP), was used to investigate the influence stabilizers have on composite 
thermoelectric properties.  As TCPP was compared to a similar system containing an 
insulating stabilizer, sodium deoxycholate (DOC), the multi-walled carbon nanotube 
(MWNT)-filled composites showed a 5x increase in the Seebeck coefficient (S).  TCPP 
did not have a distinct effect on the electrical conductivity (σ), demonstrating the 
tailorability of S with this molecule. 
 iii 
 
An intrinsically conductive polymer, poly(3,4-ethylenedioxythiophene) 
:poly(styrene sulfonate) (PEDOT:PSS), was used to stabilize highly conductive double-
walled carbon nanotubes (DWNT) and demonstrate the promise of fully organic 
composites as thermoelectric materials.  This combination of CNT and stabilizer 
produced metallic electrical conductivity (200,000 S m-1) and power factors (S2σ) within 
an order of magnitude of commonly used semiconductors (~400 μW m-1 K-2).  Electrical 
conductivity was doubled by stabilizing single-walled carbon nanotubes (SWNT) with 
PEDOT:PSS in a thin film without the insulating polymer latex. 
To further demonstrate the tailorability of polymer composites, a dual stabilizer 
approach using semiconducting and intrinsically conductive stabilizers was used.  This 
approach effectively provided the high electrical conductivity from PEDOT:PSS and the 
enhanced Seebeck coefficients of TCPP.  By using multiple stabilizers for CNTs within 
the same composite, power factors among the highest reported for fully organic 
composites are achieved (~500 μW m-1 K-2).  These water-based, flexible composites are 
becoming real competition as their conversion efficiencies, when normalized by density, 
are similar to commonly used semiconductors. 
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CHAPTER I  
INTRODUCTION 
 
1.1 Background 
 Renewable energy technologies are receiving significant attention as the United 
States works to supply sufficient amounts of energy for a progressively rising demand.  
In 2009, it was estimated that 27,700 terawatt hours (TWh) were generated for various 
energy services from traditional fossil fuels and alternative energy sources (e.g., solar, 
nuclear, hydro, etc.).[1]  The majority of this energy was produced from fossil fuel-based 
thermal power plants operating at ~30% efficiency.  These plants discard large amounts 
of heat into the environment through large cooling towers or nearby water sources.  
Excessive waste heat was also generated by the consumption of petroleum in inefficient 
combustion engines that dominate the transportation industry.[1,2]  This has been a major 
issue for many other countries, as over 60% of energy produced is never fully utilized 
for its desired purpose.[1,3]    
Alternative energy sources are continually being researched and implemented to 
provide sustainable energy, but most are still too costly to be entirely viable (close to $1 
per watt).[4]  Temperature gradients, however, are commonly produced by the 
environment (e.g., solar or geothermal energy) and by most power consuming/producing 
devices.  Although these gradients are generally too small for conventional systems to 
adequately harvest energy from, thermoelectric materials have the ability to successfully 
convert these modest temperature gradients into useful electricity.[5-7]  To effectively 
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harness this energy, an electrical current is created from the waste heat’s temperature 
gradient via diffusion of charge carriers (e.g., electrons or holes) through the material 
from the hot side to the cold, or vice versa (i.e., the Seebeck effect described in Section 
2.1.1).[8-11]  Traditional thermoelectric materials have garnered significant research due 
to their simple structure, high power density, and total lack of noise pollution that would 
be produced from moving parts.[6,12-18]  These attributes make thermoelectric modules 
useful for a broad range of applications where waste heat recovery devices could be 
applied to existing technology to make energy consumption more efficient (e.g., cars, 
household appliances, the human body, etc.).[19-21] 
Existing thermoelectric materials typically generate a greater amount of 
electricity at elevated temperatures (> 500 K).[5]  This, in conjunction with many other 
factors, has limited the widespread use of commercially available thermoelectric devices 
for lower temperature applications.[21]  A conceivable niche application would be to 
harvest the heat dissipated by the human body, which would involve temperatures near 
ambient conditions.[19]  The basal metabolic rate (BMR), which relates to the energy 
required to sustain vital organs, correlates body composition (e.g., weight, height, age, 
and gender) and total heat produced when the body is at complete rest.[22-23]  This means 
that the average American male body (weight = 91.8 kg, height = 176.3 cm, and age = 
45 yrs)[24] dissipates 87 W of power simply by sustaining itself throughout the day.  
Harvesting a portion of this energy could charge the batteries of small electronic devices 
(e.g., cell phones) simply by embedding a thermoelectric device into an article of 
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clothing.  Within the thermoelectric community, flexible, light-weight materials are 
needed to make these niche applications possible. 
Fully-organic, electrically conductive composites are an exciting new class of 
thermoelectric materials.  Polymer-based materials are interesting because of their 
intrinsically low thermal conductivity (≤ 0.4 W m-1 K-1),[25-27] inherently low density,[25] 
relatively simple processing techniques,[28-29] and desirable mechanical properties (e.g., 
flexibility).[25,30-31]  Electrically conductive composites are typically prepared by either 
melt blending[32-36] or solution processing.[37-44]  These randomly dispersed composites 
require a high concentration of filler to achieve reasonable conductivity[45-48] and this can 
drastically diminish desirable mechanical properties.  A segregated network, composed 
of conductive nanoparticles in a polymer emulsion (or latex), allows conductive 
composites to be prepared from aqueous mixtures in ambient conditions with relatively 
low concentrations of filler.[49-59]  Upon drying (Figure 1.1), the larger suspended 
polymer particles (~0.1 – 1 μm in diameter)[60] force the smaller conductive 
nanoparticles (e.g., carbon black (CB), carbon nanotubes (CNT), inorganic particles, 
etc.)[61-64] into the interstitial positions between them.  This excluded volume effect can 
improve electrical conductivity and produce a flexible composite after the polymer 
particles coalesce.  Utilizing this segregated network approach with highly conductive 
fillers brings electrical conductivity into degenerate-semiconductor or metallic 
regimes.[65-68] 
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Figure 1.1.  Schematic illustration of the formation of a carbon black-filled (black 
circles) segregated network, where the polymer particles (white circles) assume a close-
packed configuration as water evaporates out of the system and ultimately coalesce into 
a coherent film. 
 
1.2 Objectives and Dissertation Outline 
Polymer nanocomposites, prepared with a poly(vinyl acetate) (PVAc) emulsion 
and various CNTs, are the model composite constituents used throughout this 
dissertation because the thermoelectric properties can be easily influenced while 
sustaining the mechanical properties of the polymer matrix.  By using different 
stabilizers for CNTs, thermoelectric properties are tailored by manipulating the junctions 
between each nanotube.  The objective of this research is to develop fully organic, 
flexible composites that rival traditional thermoelectric materials in energy conversion 
efficiency.  These novel composites are created by employing the segregated network 
approach, using water-based processing and drying under ambient (or near ambient) 
conditions.  The ultimate goal of this work is to effectively show a useful energy being 
created with a temperature gradient applied to polymer composites. 
1. Aqueous Suspension 2. Close-Packing During Drying 3. Polymer Coalescence
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Chapter II provides a brief literature review of thermoelectricity, inorganic 
thermoelectrics, and electrically conductive organic materials.  The thermoelectric effect 
and its mechanisms of charge carrier diffusion are first presented, followed by the 
behavior of traditional inorganic thermoelectric materials that have been thoroughly 
researched over the past several decades.  The second part of this review covers the 
basics of electrically conductive composites, with emphasis on utilizing the segregated 
network approach to create organic thermoelectrics. 
Chapter III explores the use of a semiconducting or insulating stabilizer, and the 
influence each has on the Seebeck coefficient of CNT-filled composites.  PVAc 
copolymer latex-based composites were prepared with multi-walled carbon nanotubes 
(MWNT), stabilized with sodium deoxycholate (DOC) or meso-tetra(4-carboxyphenyl) 
porphine (TCPP).  The segregated network microstructures of these systems were 
confirmed using scanning electron microscopy (SEM).  Through-thickness thermal 
conductivity was examined using a homemade steady-state setup (in accordance with 
ASTM D5470).[7]  The percolation thresholds were evaluated with a four-point probe 
that measured the sheet resistance, which was then converted to electrical conductivity.  
The effect of the stabilizer on the Seebeck coefficient was investigated using a home-
built, shielded four-point probe apparatus.[7]  These same composite characterization 
techniques were used in all subsequent chapters.  TCPP was found to enhance the 
Seebeck coefficient of these composites, providing an opportunity for greater 
thermoelectric efficiency. 
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Chapter IV describes the effect an intrinsically conductive stabilizer, poly(3,4-
ethylenedioxythiophene):poly(styrene sulfonate) (PEDOT:PSS), has on the 
thermoelectric properties of double-walled carbon nanotube (DWNT)-filled composites.  
Composites with filler concentrations of up to 40 wt% DWNT (in a PVAc emulsion) 
were prepared at a 1:1 DWNT:(PEDOT:PSS) dry weight ratio.  A demonstration of the 
thermoelectric behavior of these organic materials was shown with thermal gradients 
close to ambient.  Composites with electrical conductivity of 200,000 S m-1, and a power 
factor of ~400 μW m-1 K-2, were achieved in this study. 
Chapter V investigates a dual stabilizer approach used to manipulate the 
numerous CNT junctions in an effort to increase both electrical conductivity (σ) and 
Seebeck coefficient (S).  Composites were created with varying weight concentrations of 
MWNT:(PEDOT:PSS):TCPP to systematically examine the effect on the thermoelectric 
properties.  1:1:0.25 DWNT:(PEDOT:PSS):TCPP were also prepared to test the 
universality of this approach and to observe the effect of DWNT on the thermoelectric 
properties.  This chapter will provide an understanding of how using multiple stabilizers 
for CNTs within the same composite can be used to achieve among the highest power 
factors (PF = S2σ) reported for fully organic materials (~500 μW m-1 K-2). 
Chapter VI explores the use of organic thin film nanocomposites for their 
thermoelectric behavior and superior electrical properties.  These thin films were 
prepared by liquid-phase exfoliation and did not require the use of an insulating polymer 
matrix.  The single-walled carbon nanotube (SWNT) concentration was increased from 
10 to 95 wt%, with the remaining concentration in each thin film being PEDOT:PSS.  
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Through-thickness thermal conductivity for these thin films was measured with a 
Nanoflash LFA 447 in accordance with ASTM E1461-07.  Thin films achieved among 
the highest electrical conductivity values reported for a fully organic material (~400,000 
S m-1) and a modest S2σ (140 μW m-1 K-2). 
Chapter VII provides some conclusions and direction for future research.  This 
dissertation investigates using different types of carbon nanotube stabilizers (insulating, 
semiconducting, and/or intrinsically conductive) to tailor the thermoelectric properties of 
polymer-based composites.  To further improve the thermoelectric behavior of these 
organic composites, PEDOT:PSS can be doped with other solvents or combining smaller 
anions (e.g., iron (III) tris-p-toluenesulphonate (Tos)) with PEDOT to help increase its 
electrical properties.  Finally, high efficiency thin films could be prepared using liquid-
phase exfoliation and a combination of DWNT, PEDOT:PSS, and TCPP. 
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CHAPTER II 
LITERATURE REVIEW 
 
2.1 Introduction 
Over the past 20 years, there has been growing interest in the progression of 
thermoelectric materials to make existing devices more efficient.[21]  The recent interest 
into this special class of material is due to the unique ability to scavenge waste heat and 
convert it into useful energy.  This behavior, which is known as the Seebeck effect, was 
first discovered in 1821 by the German physicist, Thomas Johann Seebeck.[10,69-73]  The 
inverse of this effect, known as the Peltier effect, was later discovered in 1834 by Jean 
Charles Peltier when he made a current flow through a junction composed of two 
dissimilar materials, resulting in a temperature gradient.[74]  The combination of these 
two behaviors, in addition to the Thomson effect (absorption/production of heat when 
current flows in a material with a temperature gradient),[21] constitutes the overall 
definition of thermoelectricity.  For the purposes of this dissertation, the Seebeck effect 
will be the primary focus as it relates to the harvesting of waste heat. 
 
2.1.1 Seebeck Effect 
 The Seebeck effect, the basic principle for thermocouples, can be defined as a 
voltage generated as a temperature gradient is applied to any isolated electrically 
conductive material.[10]  Charge carriers, either electrons or holes, in select materials 
(e.g., metals, semiconductors, or insulators) have the ability to carry electrical and 
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thermal energy.  As the carriers are thermally excited from the valence band to the 
conduction band, they are free to move similarly to gas molecules and diffuse through 
the material from the hot side to the cold, or vice versa.[5]  This constant diffusion creates 
an electrical potential as charge build up occurs from the mobile carriers leaving behind 
their oppositely charged, immobile nuclei.  Charge carriers will continue to diffuse along 
this temperature gradient until an equilibrium between electrostatic repulsion, due to 
built-up charge, and chemical potential for diffusion is reached.[5,9]  To quantize this 
phenomenon, the Seebeck coefficient is generally used. 
The Seebeck coefficient (S, also known as thermopower) of a material can be 
defined as the magnitude of an induced thermoelectric field (ΔV) from an established 
temperature gradient (ΔT), when there is no net flow of current (S = ΔV/ΔT).[25,75]  This 
quantity is a measure of the tendency, or ability, of charge carriers to diffuse with an 
applied temperature gradient.[75]  The sign of the Seebeck coefficient represents the 
potential of the cold side with respect to the hot.  For an n-type semiconductor, electrons 
will diffuse from the hot side to the cold creating a more negative potential, resulting in a 
negative Seebeck coefficient.  The opposite is true for a p-type semiconductor whose 
charge carriers are holes, which are defined as empty electron states near the top of an 
otherwise filled valence band and behave as positively charged particles.[25]  A more 
rigorous analysis to quantify the Seebeck coefficient would involve determining the 
asymmetry in the density of states near the Fermi level (εf) (e.g., larger asymmetry will 
lead to a higher electronic density of states above εf and higher S).
[21]  This movement of 
charge carriers is manipulated in a standard thermoelectric device to generate electricity 
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from thermal gradients, where n- and p-type semiconductors are connected electrically 
in series and thermally in parallel (Figure 2.1).[76]  This leg-type configuration is typical 
for energy generation as it minimizes any parasitic losses that may occur due to 
electrical resistance within the series.  To calculate how efficient thermoelectric 
materials are at converting waste heat into electricity, several material properties must be 
taken into consideration. 
 
 
Figure 2.1.  A schematic representing a commonly used configuration for standard 
thermoelectric energy generators that incorporates alternating n- and p-type legs (a).  As 
the legs are connected electrically in series and thermally in parallel, respective charge 
carriers diffuse in the direction of the heat flux (b), creating an electrical current that can 
harnessed.[76] 
 
In order to compare the efficiency of harvesting electricity from temperature 
gradients for different materials, the thermoelectric figure of merit (ZT) is traditionally 
used.  This dimensionless quantity is defined as: 
ZT= �
S2σ
k
�T                                                   (2.1) 
(a) (b)
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where S (in V K-1) is the thermopower, σ (in S m-1) is the electrical conductivity, k (in W 
m-1 K-1) is the thermal conductivity, and T (in K) is the absolute measurement 
temperature.[10]  On a microscopic level, ZT describes the coupling behavior between 
electrical charge and thermal energy transport by carriers within a material.[77]  A ZT of 
1, which corresponds to ~8% of the Carnot efficiency,[78] is the universal goal for a 
material to be considered thermoelectrically efficient.[18]  It is interesting to note that a 
thermoelectric material having a ZT of 4 would correspond to ~30% of the Carnot 
efficiency, which is equal to that of a home refrigerator.[28]  Due to thermal conductivity 
being the least variable among these properties, the power factor (PF = S2σ) is also 
commonly reported in literature and is a simpler measure of conversion efficiency.[5]  
For many of the inorganic materials used in thermoelectric devices, the transport 
properties are highly correlated to each other, making it difficult to achieve highly 
efficient materials. 
 
2.1.2 Thermoelectric Properties of Inorganic Semiconductors 
 Inorganic materials have been predominately used throughout the thermoelectric 
community because they possess the best combination of transport properties.  Figure 
2.2a shows the correlation between these properties.  Electrical and thermal 
conductivities increase with carrier concentration, while the Seebeck coefficient largely 
decreases.  Insulators have relatively high Seebeck coefficients and low thermal 
conductivity, but are not feasible thermoelectrics due to their low electrical conductivity.  
Metals are also not feasible for waste heat conversion as they have among the lowest 
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Seebeck coefficients.  This is due to the large electronic contribution to the thermal 
conductivity (Figure 2.2b) and the Fermi level being pushed further into the conduction 
band (i.e., density of states is more symmetric).[79]  The Wiedemann-Franz law, which is 
the ratio of the electronic contribution of the thermal conductivity to the electrical 
conductivity,[25] makes it difficult to attain high ZT in conventional metals.[5,18]  As a 
result, the most efficient thermoelectric materials are typically inorganic semiconductors 
and their alloys.  These materials generally produce the highest ZT because they provide 
the best compromise in transport properties (Figure 2.2a). 
 
 
Figure 2.2.  Seebeck coefficient, electrical conductivity, power factor (a), and the 
thermal conductivity (b), as a function of the number of free carriers for monolithic 
materials.[21] 
 
(a)
(b)
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Bulk inorganic semiconductors have been studied heavily thus far due to the 
tailorability of their transport properties.[80]  When certain elements are alloyed together 
(e.g., bismuth [Bi], tellurium [Te], or lead [Pb]), carrier concentrations can be increased 
to electrical conductivity similar to metals.  The alloying of these high atomic weight 
elements also decreases the lattice thermal conductivity, as the transport of phonons is 
disrupted, resulting in many of the commercially available thermoelectric materials.[11,80]  
Nanocrystalline Bi2Te3, which is a traditional thermoelectric material for cooling 
applications, achieves a ZT ~ 1 at room temperature (S2σ ~ 2,000 μW m-1 K-2).[15]  As a 
commonly used material for energy generation, single crystal PbTe achieves a room 
temperature ZT ~ 0.1 (S2σ ~ 500 μW m-1 K-2).[82-83]  The efficiencies of these bulk 
semiconductors is still too low for them to be viably used in more ubiquitous 
applications.  To further optimize alloyed semiconductors with metallic conductivity, 
dopants can be added to maximize the electronic density of states above the Fermi level 
(i.e., increase the Seebeck coefficient).[84]  Even with significant developments in recent 
years, it remains difficult to favorably change one property without diminishing another.  
To overcome this challenge, research into synthesizing new complex crystal structures 
and nanostructuring current semiconductors are investigated. 
 The ability to nanostructure materials using lower dimensional inclusions has led 
to significant increases in ZT that are not possible with monolithic materials.[80,85]  The 
fabrication of these nanostructures can be done by using superlattices (2D), nanowires 
(1D), and/or quantum dots (0D) to form thin film materials.  Figure 2.3 summarizes the 
recent advances in ZT for both n- and p-type thermoelectrics as a function of both year 
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and temperature.[12-14,86-97]  Since the discovery of Bi2Te3 in the 1950s,
[86-87] there has not 
been significant improvement in this field until the past 10 years.  Many of these 
nanostructured materials have achieved high ZT values (ZT ≥ 1) by quantum 
confinement of carrier transport.  This creates sharp features that increase the asymmetry 
in the electronic density of states and lead to the tunability of the thermoelectric 
properties through doping.[98]  Many of these materials still have difficulties achieving 
high ZT at room temperature and are not feasible for commercial applications because 
they are prepared by atomic layer deposition (slow, expensive, and difficult to scale to 
large quantities).[80] 
Simpler processes to fabricate large quantities of high ZT bulk nanocomposites 
from low dimensional materials have recently been investigated (e.g., hot pressing or 
matrix encapsulation).[80]  Many of these inorganic nanocomposites have been found to 
have similar efficiencies as the nanostructured materials, resulting from the reduced 
lattice thermal conductivity associated with the high density of interfaces between the 
differing components.[99]  Despite this progress, these inorganic alloys still contain rare 
elements with large densities,[12-14] require high processing temperatures for 
fabrication,[15-16] are mechanically brittle, and suffer from toxicity issues.[100]  Many of 
these factors have played a role in limiting the widespread use of thermoelectrics in 
everyday applications, where thermal gradients could be converted into useful energy.  
A relatively new way to decouple the thermoelectric transport properties, using 
environmentally-friendly alternatives to traditional semiconductors, is to tailor 
electrically conductive polymer composites. 
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Figure 2.3.  Recent thermoelectric efficiency milestones for inorganics as a function of 
both year and temperature.  A light blue line is added at ZT = 1 to signify the importance 
of achieving efficiencies greater than this.[18]   
 
2.2 Electrically Conductive Polymer Composites 
 As electrically conductive fillers are added to an insulating polymer matrix, the 
desired properties associated with the composite’s ingredients are combined.  Light 
weight, flexibility, and toughness are a few of the mechanical properties maintained by 
polymer composites as the electrical conductivity increases with filler concentration.  
These materials have been used for many different applications ranging from thermal 
resistors,[101-102] electromagnetic interference shielding,[103-104] sensors (chemical, 
Bi2Te3 [86]
Bi2Te3 [87]
PbTe QW [88]
CsBi4Te6 [89]
Bi2Te3/Sb2Te3 SL [13]
PbSeTe NDSL [12]
Si NW [90]
Si NW [91]
BiSbTe [15]
AgPbmSbTem+2 [14]
Na1-xPbmSbyTem+2 [92]
PbSnTe-PbS [93]
In4Se3 [94]
TI-PbTe [95]
Ba8Ga16Ge30 [96]
SiGe [97]
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temperature, and pressure),[105-110] and thermoelectrics.[7,65,67]  Electrically conductive 
composites can be prepared by either randomly dispersing the filler (e.g., melt 
blending[32-33,111] or solution processing[37-38]) or by manipulating the filler organization 
(e.g., immiscible polymer blends[44,50] or a particulate polymer matrix (emulsion)[29-
30,45,53-54]).  Randomly-dispersed composites generally require a significant amount of 
filler in order to achieve a reasonable conductivity.  This increased filler loading results 
in an increase in the composite brittleness due the porosity developed by filler 
aggregates.[45-46]  Using polymers with exclusionary microstructures (i.e., segregated 
network composites) can resolve this issue by reducing the amount of filler needed to 
achieve reasonable conductivity, while maintaining the mechanical integrity of the 
composite.[112-114]  
 
2.2.1 Percolation Theory and Models 
 The ability to add electrically conductive filler to an insulating matrix has led to a 
broad range of applications where these organic composites can be used.  The electrical 
conductivity can be significantly increased when a critical filler concentration, called the 
percolation threshold concentration (PTC),[115-116] is reached.  Figure 2.4 shows a 
schematic of the electrical conductivity behavior of polymer composites as a function of 
conductive filler concentration.  Below the PTC (i.e., insulating zone), no 
interconnection between the filler particles occurs and electronic behavior is dominated 
by the insulating nature of the polymer (i.e., electrical conductivity in the range of 10-12 
to 10-18 S cm-1).[117]  As the filler concentration reaches the PTC, which is defined as the 
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amount of filler needed to create one conductive pathway through the composite, a 
transition from insulator to a conductor occurs.  In this percolation zone, there are many 
different mechanisms of conduction (e.g., capacitance, tunneling, hopping, or ballistic) 
depending on the temperature, frequency, electric field strength, and type of filler.[118-120]  
With filler concentrations beyond the PTC, more conductive pathways are created 
through the microstructure and the composite enters the conduction zone.  There have 
been many theoretical models proposed to understand and predict the PTC of a 
composite with differing matrices and conductive fillers. 
 
 
Figure 2.4.  Schematic of composite electrical conductivity, as a function of filler 
concentration, as it transitions from insulating to conducting.  The cartoon images (gray 
outlined circles) highlight the composite microstructure as the filler concentration is 
increased (small black circles). 
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The most common percolation theory used for polymer composites was 
formalized in 1973 by Kirkpatrick in an effort to predict the conductivity above the 
PTC.[121]  This theory states that composite electrical conductivity generally obeys the 
empirical percolation power law: 
σ = σ0�V - Vc�
s
                                                              (2.2) 
where σ0 is a proportionality constant related to the intrinsic conductivity of the filler, V 
is the volume fraction of conductive filler, Vc is the critical volume fraction of filler 
associated with the percolation threshold (PTC), and s is the power law exponent 
(typically 1.6 – 2.0 for three-dimensional cases).[122]  It is worth noting that this 
percolation theory predicts a PTC of approximately 15 vol% filler when there is no 
interaction between the matrix and randomly dispersed spherical filler.[47]  Equation 2.2 
has been shown to accurately fit experimental results involving many different types of 
fillers (metal particles,[123] CB,[29,118] CNT,[67-68] intrinsically conductive polymers,[124] 
etc.) in an insulating matrix. 
Another percolation model, formulated by Janzen, considered the relationship 
between the percolation threshold (Vc) and the average number of contacts between filler 
particles:[125]  
Vc = [1 + (𝐶 𝑥⁄ )𝜌𝜈]−1                                                  (2.3) 
where C  is the coordination number in a specific lattice, x is the mean number of 
contacts between nearest neighbors (NN), ρ is the density of the filler particles, and ν is 
the specific void space of randomly packed filler.  To obtain accurate predictions of CB-
filled rubber, the matrix was assumed to form a simple cubic lattice (NN = 6).[125-126]  
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This model concluded that the PTC is dependent on the average number of contacts 
between conductive filler within a lattice.[125] 
Malliaris and Turner considered the relationship between the 
insulating:conducting particle size ratio and the percolation threshold.  For a compacted 
mixture of polymer and conductive particles, the percolation threshold should decrease 
as the ratio of polymer to conductive particle size increases according to:[59] 
Vc=50A �1+B �
Rp
Rm
��
-1
                                                    (2.4) 
where A is a constant related to the distribution of conductive particles (e.g., A = 0.33 for 
hexagonal, 0.5 for square, and 0.67 for triangular), B is a constant related to the packing 
of the conductive particles (e.g., B = 0.2775 for hexagonal), Rp is the radius of the 
polymer particle, and Rm is the radius of the conductive particle.  An assumption was 
made that the surfaces of the polymer particles are uniformly covered by the conductive 
fillers.[59]  Other models have explained the percolation behavior within conducting 
composites by taking numerous factors into consideration,[127-131] but there is not a model 
that can accurately capture all of the key parameters.  Kirkpatrick’s percolation model 
will be the primary focus of this dissertation as it has been used to successfully analyze 
the behavior of segregated network composites. 
 
2.2.2 Segregated Network Composites 
 First coined by Kusy in 1977 while using electrically conductive mixtures of 
polymer and metal powders,[49] segregated network composites have been extensively 
 20 
 
studied in recent years.[49-59]  Kusy defined this new microstructure as the dispersion of 
metallic particles restricted by the presence of much larger polymeric domains.[49]  The 
metallic fillers used in early studies have become less useful, primarily due to 
stabilization and oxidation issues (i.e., insulating layers created on their surfaces) during 
processing.[132-133]  Carbon-based fillers (e.g., CB, CNT, graphene, etc.) have been 
rigorously investigated and are now more commonly used.[7,54,65-68,118] 
Segregated network composites, when compared to randomly dispersed 
composites, can reduce the percolation threshold and help retain the desired mechanical 
behavior of the polymer matrix.  Polymer matrices with exclusionary microstructures 
can restrict the volume in which conductive filler can reside, resulting in the formation 
of an electrically conductive network at low concentrations (Figure 2.5a).  This behavior 
is fundamentally different from randomly dispersed composites, which allow the filler to 
freely organize in a homogeneous network as the solution (melt) dries (cools).  Solvated 
polymer chains within these solutions or melts have the liquid-like ability to envelop the 
conductive filler, which disrupts a conductive network from forming at low 
concentrations by blocking direct filler-filler contacts (Figure 2.5b).[54]  The increased 
amount of filler required to reach the PTC will simultaneously increase the viscosity of 
the mixture during processing and the porosity within the microstructure as the polymer 
chains cannot envelop every filler (i.e., creation of microvoids that degrade mechanical 
properties as they act as zero modulus filler).[48,54] 
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Figure 2.5.  Schematics of the development of composite microstructures for carbon 
black-filled composites using an exclusionary aqueous polymer (segregated network) (a) 
and a polymer dissolved in solvent (solution) (b).[54] 
 
The electrical conductivity behavior for CB-filled solution-based and emulsion-
based composites using PVAc as the matrix were directly compared in Figure 2.6.[54]  
Nearly an order of magnitude reduction in the PTC was observed when solution-based 
PVAc was replaced by the emulsion (i.e., suspended microscopic solid polymer particles 
in water).[51]  Electrical conductivity for the emulsion-based system was also increased at 
every CB concentration in comparison to the solution, which can be attributed to the 
solvated polymer chains enveloping the filler (Figure 2.6b), while the emulsion particles 
forced the CB into more direct filler-filler contact (Figure 2.6c).  Percolation thresholds 
of 0.1 – 27 vol% filler for melt-processed (polypropylene (PP),[112,134-138] polyethylene 
(a)
(b)
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(PE),[32,129,139-145] etc.) and ≥ 0.1 vol% CB for solution-processed (epoxy,[38,146-154] 
PVAc,[54] etc.) are typical and limit their use in thermoelectric applications as high 
concentrations of filler are needed to reach high conductivity.  Altering the properties of 
the matrix and using different highly conductive fillers are several ways to further reduce 
the PTC of polymer composites and improve conductivity, but segregated networks are 
the focus of the present dissertation. 
 
 
Figure 2.6.  Electrical conductivity of PVAc emulsion- and solution-based composites 
as a function of carbon black concentration (a).  The percolation power law is fitted to 
the experimental data as solid black lines.  Freeze-fractured cross-sectional SEM images 
showing 5.2 vol% CB in PVAc/CB emulsion-based (b) and solution-based (c) composite 
microstructure (adapted from [54]). 
 
(c)
(b)(a)
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Immisicible polymer blends and emulsion-based composites have been used to 
create highly conductive polymer composites with their exclusionary microstructures.  
Blends reduce the PTC (≤ 1 vol%)[155-164] and segregate conductive filler by causing it to 
either occupy the interstitial space between the different polymer domains or by the 
filler’s preference to be in one polymer domain relative to the other.[41-44]  Emulsion-
based segregated networks have been used to create electrically conductive polymer 
composites with antimony-doped tin oxide,[52,62] CB,[30,53-54] and more recently, 
CNT.[7,55-58,68]  Electrical conductivities of these filled emulsions can achieve values 
greater than 1,000 S cm-1[65] and percolation thresholds below 0.1 vol%.[58,65,165-176]  The 
low percolation thresholds are a direct result of the polymer particles restricting the 
location of the filler and assuming a close-packed configuration as water evaporates, 
ultimately coalescing into a coherent film if the minimum film formation temperature of 
the polymer is exceeded (Figure 2.5a).[51]  The high electrical conductivity of these 
networks, in contrast to randomly dispersed composites, can be attributed to the lack of 
filler enveloped by solid polymer particles, which discourages electron transport at 
higher filler loadings due to a decrease in direct filler-filler contacts.[30,54,68]     
With CNTs as the electrically conductive filler, emulsion-based composites can 
achieve conductivities in the degenerate-semiconductor to metallic regimes.[65]  There 
are two primary types of CNTs that exhibit electrical conductivity in the range of 
100,000 – 20,000,000 S m-1.[177-179]  Single-walled carbon nanotubes (SWNT) (Figure 
2.7a) consist of a single sheet of graphene rolled up to form a ~1 nm diameter cylinder 
and can be up to centimeters in length.[63,180-182]  The electronic properties of SWNT can 
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range from semiconducting to metallic, which depends on the chirality (i.e., helicity 
created by rolling of the graphene).[183-185]  Metallic SWNT (Figure 2.7c) have the 
armchair orientation (0 eV band gap), while semiconducting tubes (Figure 2.7d) have the 
zig-zag (band gap between 0.18 – 1.8 eV).[184-185]  MWNT (Figure 2.7b) can be 
micrometers in length, have diameters between 2 – 100 nm, and consist of multiple 
concentric cylinders each separated by ~0.35 nm.[186-187]  MWNT can act as either small 
band gap semi-conductors or metals depending on the chirality of each concentric tube.  
DWNT are the simplest MWNT with inner tube diameters between 1.0 – 2.0 nm, outer 
tube diameters between 1.6 – 3.0 nm, and interlayer distance between 0.33 – 0.41 
nm.[188-192]  The two concentric tubes in DWNT are believed to electrically act as 
independent SWNT, which provides enhanced electrical conductivity after 
stabilization.[188-192] 
 
 
Figure 2.7.  Structural representation of single-walled (a) and multi-walled (b) carbon 
nanotubes,[193] with either armchair (c) or zig-zag chirality (d).[192] 
 
(b)(a) (c)
(d)
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Several other ways to modify the conductive behavior of emulsion-based 
composites involve using different stabilizing agents for CNTs and manipulating the 
polymer matrix.  In order to make emulsion-based composites containing CNTs, 
stabilizing agents are required to overcome their hydrophobic and highly entangled 
nature.  Strong Van der Waals interactions prevent CNTs from completely dispersing 
and/or exfoliating in water.[194-195]  Several different types of stabilizers, each having a 
unique influence on the electron transport across junctions, have successfully been used 
including surfactants,[196-199] polymers,[200-203] and inorganic nanoparticles.[204-205]  
Intrinsically conductive polymer stabilizers, in particular, can dramatically increase 
composite electrical conductivity by creating less resistive junctions.[7,65,206]  The 
conductivity can also be increased, with a reduction in the PTC, by manipulating the 
polymer modulus,[30] emulsion particle size,[29] and drying temperature.[30,65] By 
increasing the modulus of the polymer, by increasing glass transition temperature (Tg), 
the emulsion particles maintain their shape during coalescence and more effectively 
force the filler particles into the interstitial space between them.[30,206]  An increase in the 
emulsion particle size also reduces the PTC (Eq. 4) by further restricting the volume in 
which filler can reside.[29]  At filler loadings well above the PTC (≥ 20 vol%), baking the 
composite at an elevated temperature helps tighten the network by reducing the porosity 
and resulting in more intimate filler contacts.[65]  Electrical conductivity is an important 
property needed for a material to be thermoelectric, but segregated network composites 
also have the ability to decouple this property from the Seebeck coefficient. 
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2.2.3 Thermoelectric Polymer Composites 
Intrinsically conductive polymers (ICPs) and electrically conductive polymer 
composites provide the opportunity to combine the thermoelectric behavior of inorganic 
semiconductors with the flexibility, low density, low temperature processing, and 
rational tuning of energy levels relative to typical polymers.[207]  ICPs that have been 
studied for their thermoelectric behavior include polyacetylene,[208-210] polyaniline,[211-
214] poly(3,4ethylenedioxythiophene) (PEDOT),[215-220] and polypyrrole (Figure 2.8).[76, 
221]   Doping of ICPs, using either oxidizing or reducing agents, can transition their 
electronic properties from semiconducting to metallic by controlling the number of 
charge carriers on the conjugated backbone.[222-224]  Increased control of the oxidization 
(p-type doping), or reduction (n-type doping), to further tailor their thermoelectric 
properties can be accomplished by using electrochemical polymerization or by 
electrochemically doping.[76,225]  Seebeck coefficients can vary from ~10 – 1,000 μV K-
1,[208-216,225-226] but exhibit similar S – σ coupling to that observed for inorganic 
thermoelectrics.[226]  Polyacetylene (PA) was one of the earliest doped ICPs studied and 
was found to have an S2σ ~400 μW m-1 K-2 due to its high electrical conductivity,[210] but 
this polymer is very unstable in air.[76,208-2010,228-229]  PANI, doped with hydrochloric acid 
(HCl), showed typical thermoelectric behavior for ICPs, with a power factor of ~12 μW 
m-1 K-2.[214]  More recent efforts have demonstrated a ZT ~0.1 with a highly stable p-type 
ICP synthesized from poly(phenylenevinylene) doped with iodine.[230-231] 
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Figure 2.8.  Repeat unit structures of conjugated polymers studied for thermoelectric 
behavior.[76] 
 
PEDOT is one of the most commonly studied ICPs for electronic and 
thermoelectric applications.[76,211-212,215-220,233-240]  This polythiophene can be reversibly 
doped,[233] has excellent chemical and thermal stability,[234] a low band gap between 1-
1.6 eV,[235-237] and excellent electrochemical properties.[238-239]  Highly doped conducting 
polymers are often insoluble in water unless they are combined with a soluble polymeric 
counterion to create a micelle-like particle (e.g., polystyrene sulfonate (PSS)) or by using 
an ionic surfactant stabilizer.[217, 240]  Pristine PEDOT:PSS (Figure 2.9) is very soluble in 
water, but has poor thermoelectric properties (σ ~6 S m-1, S ~12 μV K-1, and S2σ ~0.001 
μW m-1 K-2).[219] 
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Figure 2.9.  Chemical structure of PEDOT:PSS (a) with a schematic of the large 
polyanion dopant (PSS) PEDOT segments along its polymer chain (b) (adapted from 
[241]). 
 
Table 2.1 summarizes the recent literature on the thermoelectric properties of 
PEDOT and its many derivatives.  Doping commercially available PEDOT:PSS with a 
secondary dopant (e.g., dimethyl sulfoxide (DMSO)) causes a morphological 
reorganization in the structure, which ultimately increases the carrier mobility as the coil 
is transformed into a more linear conformation (S2σ ~45 μW m-1 K-2).[218,242]  When the 
insulating polyanion (PSS) is replaced by a smaller anion (e.g., iron (III) tris-p-
toluenesulphonate (Tos)), PEDOT films can reach electrical conductivity values 
exceeding 100,000 S m-1.[243]  By controlling the oxidation levels of PEDOT-Tos using a 
reducing agent, S2σ was shown to reach ~320 μW m-1 K-2.[216]  A power factor of ~1,300 
μW m-1 K-2 has been achieved for a film containing pyridine, a poly(ethylene glycol)-
block-poly(propylene glycol)-block-poly(ethylene glycol) (PEPG) triblock copolymer, 
(a) (b)
PSS
PEDOT
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and PEDOT (PP-PEDOT).[244]  PEDOT:PSS, due to its aromatic structure and water 
solubility, can be used in conjunction with CNTs to create more electrically conductive, 
emulsion-based thermoelectric materials. 
 
Table 2.1.  Experimentally measured electrical conductivity, Seebeck coefficient, and 
power factor for PEDOT-containing materials and other conductive polymers (adapted 
from [244]). 
Sample σ    (S m-1) S     (μV K-1) S2σ  (μW m-1 K-2) Reference 
Pristine PEDOT ~6 ~12 ~0.001 [219] 
PP-PEDOT at 0.1 V ~92,300 ~117 ~1,270 [244] 
Pristine PP-PEDOT ~135,400 ~80 ~960 [244] 
PP-PEDOT at 1.1 V ~212,200 ~50 ~530 [244] 
PEDOT:Tos films ~6,700 ~220 ~320 [216] 
PEDOT nanowire 700 – 4,000 33 – 122 6 – 12  [245] 
PEDOT films 320 – 1,830 33 – 57  0.5 – 4  [245] 
PEDOT:PSS/DMSO/EG 22,000 – 29,800 13 – 14  3 – 6  [215] 
PEDOT:PSS/5% DMSO ~94,500 ~22 ~45 [242] 
PEDOT:PSS/5% DMSO ~29,900 ~13 ~5 [246] 
PEDOT:PSS/urea 816 – 6,300 15 – 21  ~3 [247] 
PVAc/PEDOT:PSS/SWNT ~40,000 ~25 ~25 [65] 
PEDOT:PSS/TE nanowire ~19,300 ~160 ~70 [248] 
PA iodine doped 3x106 – 5x106 15 – 20  1,200 – 1,500 [209] 
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Grunlan et al has recently shown the thermoelectric behavior of segregated 
network polymer composites and pioneered a field of light weight, water-processed 
thermoelectrics.[7]  These CNT-filled composites were fabricated using gum arabic 
(GA), which is an insulating stabilizer for CNTs.[195]  The electrical conductivity of these 
emulsion-based composites increases with CNT concentration (Figure 2.10a) due to the 
polymer particles forcing the CNT into the interstitial spaces between them (Figure 
2.10b and c).  As the electrical conductivity increases, the Seebeck coefficient (i.e., 
thermopower) remains insensitive to CNT concentration and is similar to those measured 
for metallic SWNT (~40 μV K-1 at 300 K).[249-250]  The junction between CNT is 
believed to play an important role in filtering low energy electrons, which is what keeps 
the Seebeck coefficient insensitive to the increase in conductivity.  This study 
demonstrates a way to successfully decouple thermoelectric properties by creating 
electrically connected, but thermally disconnected, CNT junctions that promote electron 
hopping and impede phonon transport.[7] 
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Figure 2.10.  Electrical conductivity (circles) and Seebeck coefficient (squares) 
measured as a function of nanotube concentration at room temperature (a).  The dashed 
red line and inset graph represent the data fitted to percolation power law (Eq. 2).  The 
segregated network behavior is demonstrated in the freeze-fractured cross-sectional 
SEM of 5 wt% CNT (b), with the yellow square representing a high-magnification 
image (c).  The scale bars in the images indicate 1 μm (adapted from [7]). 
 
As CNT loading is increased to achieve higher electrical conductivity, the 
thermal conductivity in polymer composites remains in the insulating polymer regime 
(~0.1 – 0.4 W m-1 K-1).[251-254]   For ICPs and polymer composites, thermal conductivity 
is dominated by phonon transport.[183,251]  An upper limit parallel resistor model (i.e., 
simple rule of mixtures) and a lower limit series model have been used to predict the 
thermal conductivity when CNTs (k ~1,000 – 3,000 W m-1 K-1)[249,255] are added to an 
insulating matrix (Figure 2.11).  These composites, especially segregated networks, do 
(a)
(c)
(b)
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not exhibit the same percolation behavior as seen with electrical conductivity.[7,256-265]  
This small thermal conductivity can be primarily attributed to the high interfacial 
thermal resistance between the high aspect ratio CNTs and polymer matrix.[266]  The 
interfacial resistance between CNTs and matrix represents a barrier for heat flow as 
scattering of phonons occurs due to mismatched vibrational frequencies.[267]  This 
resistance was theoretically and experimentally quantified to be ~10-8 m2 K W-1, which 
corresponds to the resistance of a ~10 nm insulating layer.[267-268]  A separate model 
reported an order of magnitude decrease in the composite thermal conductivity when the 
interfacial resistance was increased from 0 to 8x10-8 m2 K W-1.[269-270]    The contact 
resistance between nanotubes is also high due to the small contact area and the Van der 
Waals interactions that bind CNT bundles/ropes together.[271]  Gaps created by the 
misalignment of CNTs and CNT-stabilizer molecules acting as phonon scattering centers 
are additional factors that limit the composite thermal conductivity.[267] 
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Figure 2.11.  Thermal conductivity (of reported systems in literature) normalized by a 
reference matrix and represented as a function of CNT loading.  These values were 
plotted in conjunction with the parallel (dotted line) and series (solid line) models 
(adapted from [251]). 
 
To increase the electrical conductivity of CNT-filled segregated networks, 
intrinsically conductive polymers have been used to help tailor the numerous 
electrically-resistive CNT junctions.  The use of PEDOT:PSS was shown to effectively 
stabilize CNT due to the aromatic rings in their respective chemical structures (Figure 
2.7 and 2.9) creating noncovalent π – π interactions.[162]  The use of an ICP stabilizer 
reduces the energy barrier (e.g., lowers the band gap) between adjacent CNTs, thus 
creating less resistive junctions and increasing the composite electrical conductivity 
(Figure 2.12).  By exchanging the stabilizer from the insulating GA to the conductive 
PEDOT:PSS, a four orders of magnitude increase in conductivity was observed and 
SWNT/PVDF              [256]
MWNT/Epoxy            [257]
MWNT/PDMS             [258]
MWNT/PMMA             [259]
MWNT/Epoxy             [260]
SWNT/PMMA              [263]
SWNT bucky paper    [261]
MWNT/(PE-PVAc)       [262]
DWNT/Epoxy              [265]
(CB/CNT/G)/PP           [264]
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results in S2σ ~25 μW m-1 K-2 (Figure 2.12a).[65]  With a 60:30 CNT:(PEDOT:PSS) 
weight percent ratio, which minimizes the amount of insulating PVAc, the 
thermoelectric properties are optimized (S ~ 40 μV K-1, σ ~100,000 S m-1, and S2σ ~160 
μW m-1 K-2).[206]  PANI has also been used in conjunction with CNT-filled 
composites,[272-276] exhibiting S2σ ~90 μW m-1 K-2 and maintaining a polymeric thermal 
conductivity of 0.27 W m-1 K-1.[273]  Combining CNT-filled composites with inorganic 
nanoparticles has helped to further manipulate the junctions and improve the 
thermoelectric properties.[64,207,277,280-284]  Polymer composites have been predominately 
p-type thus far, as CNTs are very susceptible to oxygen doping (i.e., oxidation).[249,278-
279]  Carbon nanotube functionalized with polyethyleneimine (PEI) has been shown to 
exhibit an n-type Seebeck coefficient of -100 μV K-1.[278]  All of these results suggest 
that fully organic thermoelectric materials, with their light weight and environmentally-
friendly composition, are becoming competitive with the common inorganic 
semiconductors used today.[285-288] 
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Figure 2.12.  Electrical conductivity (measured at room temperature) of 1:4 XM-
CNT:(PEDOT:PSS) composites (a). To show the role of stabilizer on electron transport 
across CNT junctions, electrical conductivity of GA-stabilized composites (hollow 
circles) (b) is plotted in the inset compared to those of PEDOT:PSS-stabilized 
composites (filled circles) (c) (adapted from [65]).   
 
The ability to stabilize CNTs with different types of polymers and/or small 
molecules has led to the tailorability of their thermoelectric properties.  Being able to 
manipulate electrical conductivity by using different composite constituents, while 
keeping the Seebeck coefficient (and thermal conductivity unaltered), was an important 
step for organic thermoelectrics.  These studies led to the idea of simultaneously 
increasing both the electrical conductivity and Seebeck coefficient through the use of 
different stabilizers.  Further studies presented in this dissertation (Chapters III, IV, V, 
and VI) lay the groundwork for the fully organic, flexible thermoelectric polymer 
composites. 
 
 
(a) (b)
(c)
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CHAPTER III 
INFLUENCE OF A SEMICONDUCTING CARBON NANOTUBE STABILIZER ON 
SEEBECK COEFFICIENT* 
 
3.1 Introduction 
 Segregated network composites have been shown to increase in electrical 
conductivity with increasing CNT concentration.  The thermoelectric properties of these 
polymer composites are dominated by the junctions between each tube.[7,65]  In an effort 
to increase the Seebeck coefficient, a semiconducting molecule, meso-tetra(4-
carboxyphenyl) porphine  (TCPP), was used to stabilize MWNT.  The capability of 
porphyrin derivatives to act as a surfactant, and also enhance electrical conductivity (or 
Seebeck coefficient),[42] suggests they can be used to make composites with improved 
ZT.  A composite made with poly(vinyl acetate) latex and 12 wt% MWNT exhibits an 
increase in Seebeck coefficient, from 8 to 28 µV K-1, when the stabilizer is changed 
from an insulating molecule, sodium deoxycholate (DOC), to TCPP.  The porphyrin 
stabilizer is not as effective as DOC, so there is a slight reduction in electrical 
conductivity at a given MWNT concentration.  The universality of this approach to  
 
 
 
*Reprinted with permission from  G. P. Moriarty, J. N. Wheeler, C. Yu, J. C. Grunlan. 
Increasing the thermoelectric power factor of polymer composites using a 
semiconducting stabilizer for carbon nanotubes, Carbon 50, 885-895, Copyright 2012 by
Elsevier. 
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increase Seebeck coefficient (S) is demonstrated by replacing MWNT with DWNT in 
the composites.  S increases from ~70 to ~80 µV K-1 when the stabilizer is changed from 
DOC to TCPP for DWNT-filled composites.  Composite thermal conductivity did not 
significantly change from that of unfilled polymeric materials (0.2 – 0.4 W m-1 K-1) as 
the stabilizer and CNT were exchanged.  This use of a semiconducting stabilizer 
provides a new tool for enhancing the thermoelectric properties of polymer 
nanocomposites and provides greater potential for their use in harvesting waste heat, 
especially from places where inorganic semiconductors would be impractical (e.g., 
painted surfaces). 
 
3.2 Experimental 
3.2.1 Materials 
A vinyl acetate/acrylic copolymer (PVAc) emulsion (Rovace TM 86 supplied by 
Rohm and Haas, Spring House, PA), that is 54.7 wt% solids in water, was used as the 
composite matrix starting material.  This PVAc emulsion has an average particle 
diameter of 346 ±7nm.  MWNT (Baytubes C 150P provided by Bayer MaterialScience, 
Leverkusen, Germany), with an average diameter of 14 nm and a length of 1 – 10 µm, 
was used as the model electrically conductive filler.  DWNT (XBC1001 purchased from 
Continental Carbon Nanotechnologies, Inc., Houston, TX), with an average outer 
diameter of 3 nm and lengths of 0.5 – 2.0 μm, was used as high electrical conductivity 
filler.  DOC (Sigma-Aldrich, Saint Louis, MO) or TCPP (Frontier Scientific, Logan, UT) 
were used to stabilize the nanotubes in water during composite preparation. 
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3.2.2 Composite Preparation 
MWNT:stabilizer weight ratios of 1:1.57 and 1:3 were prepared using aqueous 
solutions of 3 wt% DOC and 2.67 wt% TCPP, respectively.  These weight ratios were 
chosen to maintain equal moles of surfactant per gram of MWNT.  These aqueous 
suspensions were then sonicated with a VirTis Virsonic 100 ultrasonic cell disrupter (SP 
Industries Inc., Warminster, PA) for 10 minutes at 50 W in an ice water bath.  The PVAc 
emulsion and deionized water were adjusted (using a 0.1 M NaOH solution) to pH 10, as 
this was the pH value of the TCPP molecule needed in order to be stable in water.  The 
polymer emulsion and pH-adjusted deionized water were then added to the 
MWNT:stabilizer mixture and sonicated again for another 10 minutes at 50 W.  This 
final aqueous suspension contained 5 wt% total solids.  Composites with seven different 
MWNT concentrations (2.5, 3, 4, 5, 7, 10, and 12 wt%) were prepared by drying 
suspensions in a 26 cm2 plastic mold for 2 days under ambient conditions and then for 
24 hours in a vacuum desiccator.  This was done to ensure that all residual moisture 
within the composite materials was removed prior to testing.  Concentrations are based 
upon the dry weight of PVAc, MWNT, and surfactant solids used in the composite.  
Composites containing 7, 10, and 12 wt% DWNT were prepared in the same manner, 
but with aqueous suspensions containing 2.5 wt% total solids.  This was done to reduce 
the solution viscosity and ensure the complete exfoliation of CNT. Composite 
thicknesses ranged from ~0.15 to 0.24 mm and were measured with a table top 
micrometer. 
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3.2.3 Characterization 
3.2.3.1 Electrical Conductivity 
The in-plane electrical conductivity of these composites was measured with a 
custom built four-point probe system.  This system consists of a Keithley 2000 
multimeter (Cleveland, OH) for current measurement, an Agilent E3644A power supply 
(Santa Clara, CA), a mounted Signatone S-301 four-point probe (Gilroy, CA), and a 
LabView interface (National Instruments, Austin, TX) for recording voltage.  This 
measurement technique is commonly used to obtain the electrical resistance of a thin 
material.  Figure 3.1 shows a schematic illustration of a four-point probe where a 
current is passed between the outer probes, while the drop in voltage is measured 
between the inner probes.  Sheet resistance (Rs) of these composites is obtained by: 
𝑅𝑠 = 2𝜋 × 𝑑 × �𝑉𝐼�                                                    (3.1) 
where d (in cm) is the spacing between probes (i.e., d = 0.72 cm for this system), V is the 
voltage, and I is the current.  The electrical conductivity is calculated by taking the 
inverse of the product of Rs and composite thickness.  Five measurements were taken on 
each side (top and bottom surfaces of the composites) to confirm that a given specimen 
was isotropic. 
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Figure 3.1.  Schematic (a) and photograph (b) of a four-point probe apparatus. 
 
3.2.3.2 Seebeck Coefficient 
To measure the Seebeck coefficient (and consequently the in-plane electrical 
conductivity) of these polymer composites, a home-built, shielded four-point probe 
apparatus was used.  This apparatus is equipped with a Keithley 2000 multimeter, a GW 
PPS-3635 power supply (Good Will Instrument Co., LTD), and operated with a 
LabView interface.  Rectangular shape samples (~30 mm in length and 3 mm in width) 
were prepared with four electrically conductive metal lines painted onto the ends with 
silver-filled adhesive.  The samples were suspended across two thermoelectric devices 
(TE, ~20 mm apart) that were used to create precise temperature gradients (Figure 3.2).  
Rs was then obtained by taking the slope of the sweeping I-V measurement curve, which 
also indicates if contact is ohmic, and converted into electrical conductivity by the same 
method as Section 3.2.3.1. 
The two thermoelectric devices (TE1 and TE2) are electrically connected in series 
to allow one device to cool and one to heat (i.e., one is up-side-down compared to the 
V
-I+I
d
(a) (b)
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other).  By switching the behavior of the side in contact with the sample (e.g., switching 
the polarity of the input current) and changing the amount of current supplied to the two 
devices, the temperature gradient across the sample can be altered.  Two T-type 
thermocouples, in conjunction with two copper leads, were placed in contact with the 
silver-painted lines on both ends of the sample to simultaneously measure the 
temperature gradient (ΔT) and thermoelectric voltages (ΔV).  The Seebeck coefficient 
was obtained by taking the slope of the V – T curve as the temperature gradient was 
varied up to 10°C and the thermoelectric voltages measured.  Electrical conductivity and 
Seebeck coefficient measurements were done subsequently and achieved with the same 
sample, which minimizes the uncertainty that is potentially present in the samples due to 
differing composite microstructures.[7]  
 
 
Figure 3.2.  Schematic of the home-built four-point probe apparatus used to measure 
electrical conductivity ( or Seebeck coefficients) (a) with photographs of the device in 
(b) and (c). 
ΔV (ΔT) -I (V2)+I (V1)
dTE1 TE2
(a)
(c)(b)
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3.2.3.3 Thermal Conductivity 
Thermal conductivity was measured in the through-thickness direction with a 
home-built ASTM D5470 steady-state standard setup (Figure 3.3).  This setup was 
constructed with two brass blocks connected to a cartridge electrical heater and 
circulating water cooling bath (PolyScience, Niles, IL) to maintain a constant 
temperature gradient.  The electrical heater was set to provide a constant temperature of 
50°C, while the circulating water was set at 0°C. Meter bars, comprised of 1/2 inch 
diameter stainless steel, were then attached to the brass blocks and used as calorimeters.  
Ten T-type thermocouples (TC), each separated by ~7 mm, were then attached to both 
meter bars (i.e., five per calorimeter) to enable the extrapolation of the measured 
temperature profiles to the sample surfaces.  The thermal conductivity (k) was then 
calculated by: 
𝑘 =  𝑄 × 𝑡
𝐴 × (𝑇𝐻−𝑇𝐶)                                                  (3.2) 
where Q (in W) is the average heat flow through the sample, t (in m) is the sample 
thickness, A (in m2) is the area of the meter bars, TH (in K) is the temperature of the 
heated meter bar in contact with the sample, and TC (in K) is the temperature of the 
cooled meter bar in contact with the sample.  A silicon-based thermal paste was used to 
help increase the thermal conductivity of the interface between the meter bars and 
sample. 
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Figure 3.3.  Schematic (a) and photograph (b) of a steady-state through-thickness 
thermal conductivity apparatus in accordance with ASTM D5470. 
 
3.2.3.4 Thermomechanical Properties 
Glass transition temperatures (Tg) and storage moduli were measured with a 
Q800 Dynamic Mechanical Analyzer (DMA) from TA Instruments (New Castle, DE).  
The composites were cut into strips (~27 mm in length and 4 mm in width) and 
measured in tensile mode, with amplitude of oscillation and frequency of 15 µm and 1 
Hz, respectively.  Temperature was ramped at a rate of 5°C min-1, from -70 to 70°C, 
during testing.  The Tg was taken as the peak in the loss modulus curve of each sample, 
TC
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 44 
 
while the storage moduli were recorded at -60°C to ensure a measurement in the glassy 
state. 
 
3.2.3.5 Composite Microstructure 
The electron micrographs of composite cross-sections were taken with an FEI 
Quanta 600 FE-SEM (Hillsboro, OR).  Samples were soaked in liquid nitrogen and 
freeze-fractured by hand, then sputter coated with 5 nm of platinum prior to imaging.  
During imaging, the accelerating voltage was 10 kV, with a spot size of 3.0 nm and a 
working distance of approximately 10 nm. 
 
3.3 Results and Discussion 
3.3.1 Composite Microstructure 
Schematic representations of the dispersing behavior of DOC and TCPP are 
shown in Figure 3.4a and b, respectively.  Both stabilizers exfoliate the MWNT in 
solution by adsorbing to their surfaces and changing them from hydrophobic to 
hydrophilic.  DOC was chosen as a reference stabilizer because it is already known to 
effectively exfoliate CNT in water.[290-292]  Porphyrin complexes have also been used as 
stabilizing agents for CNT and are believed to attach to nanotube surfaces through 
electrostatic[293] and/or π – π interactions (i.e., secondary interactions that occur between 
aromatic or cyclohexane rings).[294-295]  The chemical structures of each stabilizer reveal 
that DOC is an insulator and TCPP, with its conjugated backbone, is capable of 
conducting electrons.  When the emulsion is added to this solution, the polymer particles 
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exclude volume during drying that the MWNT could otherwise occupy, thereby forcing 
the nanotubes into the interstitial spaces between them (Figure 2.5a). 
 
 
Figure 3.4.  Schematic representations of the dispersed MWNT by the two stabilizing 
agents, DOC (a) and TCPP (b), with their respective chemical structures. 
 
Figure 3.5 shows SEM cross-sectional micrographs of the 1:1.57 MWNT:DOC 
composites with varying MWNT concentrations.  The 2.5 wt% MWNT composite 
(Figure 3.5a) does not clearly show the expected segregated network, which may be due 
to the sample being too close to the percolation threshold. There are relatively few long 
nanotube pathways in a composite with concentrations near the PTC (Vc) (Equation 2.2), 
making them difficult to find with SEM.  At higher magnification (Figure 3.5b), the 
MWNT are shown to be aggregating in bundles by the polymer particles instead of being 
more evenly dispersed throughout the available interstitial space. Even with stabilizer 
Sonication
DOC
MWNT
Sonication
MWNT
TCPP
(a) (b)
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present, strong interactions exist among the nanotubes.  Increasing the ratio of stabilizer 
to nanotube would likely improve dispersion, but it would be expected to simultaneously 
diminish electrical conductivity due to blocking of direct tube – tube contacts.  When the 
MWNT concentration is increased to 10 wt% (Figure 3.5c), the segregated network 
becomes more visible.  The polymer forms relatively large domains (> 10 µm) of many 
coalesced particles that the MWNT forms a network around.  At higher magnification 
(Figure 3.5d), the MWNT are shown to be located in the regions between the large 
polymer particle domains.   The MWNT do not appear to have significant interaction 
with the polymer, which contributes to higher conductivity.  It is important to note that 
as the MWNT concentration is increased, the porosity of the network also increases.  
These microvoids form when the polymer particles can no longer fill the gaps between 
MWNT and contribute to degradation of mechanical properties at high concentration.[30]  
When the filler is changed to DWNT, at a concentration of 10 wt% (Figure 3.5e), the 
network appears more uniform and detached from the matrix.  A possible reason for this 
could be due to the smaller DWNT not being stabilized as well by the DOC, allowing 
more bundles to form.  Another possible reason for the irregular surfaces could be due to 
the DWNT being pulled out of the matrix instead of being fractured or embedded.  This 
is evidence of the DWNT having a higher mechanical strength than the MWNT.  There 
are still many tube – tube junctions (Figure 3.5f) that allow for increased electrical 
conductivity. 
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Figure 3.5.  SEM cross-sectional images of 1:1.57 CNT:DOC composites containing 2.5 
wt% MWNT (a) 10 wt% MWNT (c) and 10 wt% DWNT (e).  (b), (d), and (f) are greater 
magnification images of (a), (c), and (e), respectively.   
 
SEM cross-sectional images of the MWNT:TCPP system at varying MWNT 
concentrations are shown in Figure 3.6.  Figure 3.6a is a 2.5 wt% MWNT composite, 
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with Figure 3.6b as the magnified image of the dotted-line box in Figure 3.6a.  This 
system looks very similar to the MWNT:DOC in Figure 3.5a.  The 2.5 wt% MWNT 
composite is again near the PTC, so there is little evidence of a segregated network.  The 
same aggregation behavior is also observed, but the MWNT bundles look to be more 
evenly dispersed.  Figure 3.6c shows the 10 wt% MWNT composite, which shows the 
true segregated network.  As seen in the MWNT:DOC system (Figure 3.5d), porosity 
amongst the MWNT can be observed at higher magnification (Figure 3.6d).  The pores 
seem more extensive here, which is believed to be related to the poorer stabilization by 
the higher molecular weight TCPP stabilizer.  As already mentioned, this porosity 
becomes a factor in the mechanical properties that will be discussed in the next section 
and is linked to the critical pigment volume concentration (CPVC) phenomenon.[68,296-
299]  The microscopic voids seem to have begun connecting with each other, leading to 
large scale defects.  This porosity is a significant issue for segregated networks due to 
the inability of the polymer to effectively fill voids between particles.  Beyond the 
CPVC, often below 10 vol% for segregated networks, porosity becomes extensive and 
begins to degrade composite mechanical behavior.[53,68,295]  This porosity is also seen 
when DWNT is used as the electrically conductive filler (Figure 3.6e).  The DWNT 
appears to be better stabilized by the TCPP, when compared to the DOC-stabilized 
system.  A reason for this behavior could be due to the larger TCPP molecule being able 
to sterically stabilize the DWNT. 
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Figure 3.6.  SEM cross-sectional images of 1:3 CNT:TCPP composites containing 2.5 
wt% MWNT (a), 10 wt% MWNT (c), and 10 wt% DWNT (e).  The highlighted region, 
marked by a dotted box in (a), is enlarged in (b).  Higher magnification images of (c) and 
(e) are shown in (d) and (f), respectively.   
 
3.3.2 Thermomechanical Behavior 
Figure 3.7 shows the Tg for the MWNT:DOC and MWNT:TCPP composites.  
These values were taken as the peak in the loss modulus curves measured with DMA.  
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The Tg of neat PVAc copolymer (0 wt% MWNT), is approximately 10°C.  As the 
MWNT concentration increases (Figure 3.7a), the Tg increases only slightly.  This 
confirms that the MWNT network does not interact strongly with the PVAc matrix.  If 
there was a strong interaction between the filler and matrix, the Tg would be expected to 
increase more dramatically with increasing filler concentration due to the restriction of 
polymer chains.[300-304]  In the MWNT:TCPP system (Figure 3.7b), the Tg increases to 
~20°C at 7 wt% MWNT, with a drop to 15°C at 10 wt% MWNT.  This increase may be 
attributed to some sort of molecular interaction of the TCPP with PVAc.  Large error 
bars on these Tg values, especially at higher MWNT content, are likely due to the 
porosity in the structure.  Even with TCPP, the Tg increase is very modest and again 
suggests that the MWNT has only weak interaction with the PVAc matrix. 
 
 
Figure 3.7.  Glass transition temperatures, as a function of MWNT concentration, for 
DOC (a) and TCPP (b) stabilized systems. 
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The storage moduli, measured at -60°C, are shown in Figure 3.8 for the DOC 
and TCPP stabilized systems.  As expected, modulus increases with increasing MWNT 
concentration in the MWNT:DOC system (Figure 3.8a), from ~6 to 12 GPa (with 10 
wt% MWNT).  The storage modulus peaks at ~14 GPa for the MWNT:TCPP system at 
7 wt% MWNT, then decreases at 10 wt% (Figure 3.8b).  A more classical CPVC 
phenomenon is observed in the MWNT:TCPP system.  This behavior was also seen in 
the Tg results (Figure 3.7b).  Pores are very apparent in the composite containing 10 wt% 
MWNT (Figure 3.6c), which act as zero modulus filler. A CPVC is not observed in the 
MWNT:DOC system because the polymer matrix can still envelop the filler/stabilizer 
mixture.  Better stabilization of MWNT by DOC, relative to TCPP, is believed to be the 
primary reason for this difference.  As MWNT is better dispersed in the matrix, porosity 
will require a greater filler concentration to develop (i.e., higher CPVC).  Latex-based 
films filled with 18 or 36 wt% TCPP, in the absence of MWNT, exhibited the same 
storage modulus as unfilled latex (~7 GPa). 
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Figure 3.8.  Storage moduli measured at -60°C, as a function of MWNT concentration, 
for DOC (a) and TCPP (b) stabilized systems. 
 
3.3.3 Transport Properties 
Unlike electrical conductivity, the thermal conductivity has been shown to be 
relatively insensitive to CNT concentration and stabilizer type for the 7, 10, and 12 wt% 
CNT:DOC and CNT:TCPP composites (Figure 3.9).[7,65]  Thermal conductivities range 
from approximately 0.18 W m-1 K-1, for the MWNT:DOC system, to 0.22 W m-1 K-1, for 
the MWNT:TCPP system.  When 12 wt% MWNT is replaced by DWNT, the thermal 
conductivity of the DOC composite is nearly identical to the TCPP composite at 0.17 W 
m-1 K-1.  The thermal conductivity (k) of a composite can best be described by a parallel 
resistor model: 
                            𝑘 =  𝑘𝑚𝑉𝑚 + 𝑘𝑓𝑉𝑓                                                      (3.3) 
where V is the volume fraction and subscripts, m and f, stand for the matrix and filler, 
respectively.  It is important to note that weight fractions were used in place of volume 
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fractions due to the uncertain density of MWNT (and other composite ingredients).[305]  
Equation 3.3 provides a maximum thermal conductivity by maximizing the contribution 
of the conductive filler (i.e., it assumes perfect contact between each CNT).  This 
assumption is not entirely correct, as a perfect contact between each tube is impossible 
for these composites.   Due to the high thermal conductivity of the filler in comparison to 
the polymer matrix (i.e., 1,000 to 0.40 W m-1 K-1, respectively), a large increase in 
composite thermal conductivity, as the CNT volume concentration is increased, would 
be expected.[7,256-265]  At 12 wt% CNT, the predicted thermal conductivity of the 
composite would be ~120 W m-1 K-1, which is nearly three orders of magnitude greater 
than the experimental results (~0.17 – 0.22 W m-1 K-1).  There is also a dramatic 
difference between the theoretical value of a single MWNT and the experimental value 
of the bulk measurement.  This discrepancy is due to the numerous high thermal contact 
resistances between the tubes themselves, resulting in a reduced bulk measurement (~15 
W m-1 K-1).[306]  If this value was chosen instead of the theoretical value, the thermal 
conductivity would be roughly 2.2 W m-1 K-1, which is still an order of magnitude 
different than those reported experimentally.[7,65,206]   
The stabilization of CNT by DOC or TCPP also suppresses the thermal 
conductivity by blocking tube – tube junctions, creating less favorable pathways for 
phonon transport.  These organic stabilizers can also act as phonon scattering centers 
because they are embedded in the composite alongside the CNT.[267]  This can be further 
explained by the increased thermal resistance, caused by the poor phonon coupling in 
vibrational modes of the polymer-filler and filler-filler at the interface, called the Kapitza 
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resistance.[266-268]  Other possible reasons for such a low thermal conductivity include 
gaps present between adjacent tubes due to misalignment,[267] differing tube diameters 
and lengths,[307] morphology of the CNTs,[267] and defects introduced to the CNTs by 
functionalizing them during sonication with the dispersant.[251] 
 
 
Figure 3.9.  Thermal conductivity of DOC and TCPP stabilized systems containing 7, 
10, and 12 wt% MWNT and DWNT. 
 
Electrical conductivity, as a function of MWNT concentration, for the DOC and 
TCPP-stabilized composites are shown to increase exponentially at lower MWNT 
concentrations (Figure 3.10).  A solid line fit to this data was performed using 
Kirkpatrick’s percolation power law (Equation 2.2).  Weight fractions are used here 
instead of volume fractions as already explained above.  The PTC (Vc) for the 
MWNT:DOC system was calculated to be 1.6 wt% MWNT, while the MWNT:TCPP 
threshold was found to be approximately 2.2 wt% MWNT.  These results support the 
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earlier assessment of composite microstructure at low MWNT concentrations.  Higher 
PTC suggests higher CPVC due to a greater MWNT concentration required for strong 
network formation.  Below 10 wt% MWNT, the DOC-stabilized composites exhibit 
slightly greater electrical conductivity due to better nanotube stabilization/exfoliation.  
The increased electrical conductivity at lower MWNT concentrations, with DOC 
stabilization, can be attributed to the tighter junctions that are formed relative to the 
bulkier TCPP.[308]  The highest electrical conductivity of the MWNT:TCPP system was 
found to be approximately 128 S m-1, at 12 wt% MWNT, which is 88% greater than the 
MWNT:DOC system.    Control films containing 18 or 36 wt% TCPP, without any 
MWNT, were too insulating (σ < 0.01 S m-1) to be measured using the standard four-
point probe apparatus. 
 
 
Figure 3.10.  Electrical conductivity as a function of MWNT concentration for the DOC 
(a) and TCPP (b) systems.  The solid line in both graphs is the percolation power law fit, 
with the percolation thresholds provided as insets. 
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Although electrical conductivity for a given MWNT concentration is quite 
similar between the two stabilizers, the TCPP stabilized composites have a much larger 
Seebeck coefficient (Figure 3.11a).  In both MWNT:DOC and MWNT:TCPP 
composites, only the 7, 10, and 12 wt% MWNT samples were evaluated due to the need 
for relatively high conductivity for measurement.  These composites exhibit an R2 fit of 
0.98 or higher for the voltage – temperature plot (not shown), which suggests an 
accurate Seebeck measurement.  S range from approximately 8 µV K-1, for the 
MWNT:DOC system, to 28 µV K-1, for the MWNT:TCPP system.  These values are 
much lower than those reported for composites filled with SWNT (40-60 µV K-1).[7]  
The increased S with TCPP stabilization, relative to DOC, can be attributed to the 
manipulation of CNT junctions by providing increased electron transport with a modest 
intrinsic thermopower.  The insulating nature of the DOC restricts the overall diffusion 
of charge carriers across the many junctions, therefore diminishing the Seebeck effect 
within the composite.  The insensitivity of the Seebeck coefficient, in relation to the 
CNT concentration, is believed to be caused by a small energy barrier at the CNT 
junctions filtering the transport of low energy electrons.  This barrier, and the junction 
between nanotubes, could be influenced by changing the stabilizer used to exfoliate the 
CNT (as seen here),[194] the interparticle distance,[65] the contact potential barrier,[310] 
differences in work functions,[309] or the electrostatic charges associated with the CNT 
and matrix.[162] 
When 12 wt% MWNT is replaced by DWNT, the electrical conductivity of the 
DOC composite is 1,474 S m-1 and 7,108 S m-1 for the TCPP composite.  DOC does not 
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provide as great an increase as TCPP because of the insulating nature of the stabilizer 
having a greater effect and inhibiting the electron transfer from tube – tube.  For 12 wt% 
DWNT composites, the Seebeck coefficient is ~70 µV K-1 with DOC.  This value 
increases to ~80 µV K-1 when TCPP replaces DOC as the stabilizer, demonstrating the 
universality of using semiconducting stabilizers to enhance the thermoelectric efficiency.  
The increased Seebeck coefficient with TCPP would increase ZT by nearly 30%, 
without even considering the simultaneous increase in electrical conductivity for the 
DWNT composite.  DWNT exhibits these increased properties due to the fact that either 
one (or both) of the tubes are metallic in character, while the other is semiconducting, 
which creates a more highly conductive material. The increased electrical conductivity 
could also be explained by the DWNT having a higher structural stability, creating 
highly conductive π-conjugated pathways that remain undisturbed on the inner tube 
during functionalization (i.e., the inner tube is allowed to act as an independent 
SWNT).[188-192] 
The increase in Seebeck coefficient with the addition of this semiconducting 
stabilizer results in an increase in the power factor (S2σ) (Figure 3.11b).  The power 
factor of these MWNT-filled composites increases more than an two orders of 
magnitude, from 0.004 to 0.1 µW m-1 K-2, when TCPP is replaced by DOC.  A more 
modest increase is observed for the DWNT-filled composites, with S2σ rising from 7.53 
to 42.8 µW m-1 K-2.  This example demonstrates the significant improvement in 
thermoelectric performance that occurs with seemingly small changes in S and σ.  
Higher power factors have already been observed with higher nanotube concentrations, 
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using intrinsically conductive PEDOT:PSS as the stabilizer.[65]  Much like with bulk 
semiconductors, a compromise between electrical conductivity and the Seebeck 
coefficient will produce the highest ZT values. 
 
 
Figure 3.11.  Seebeck coefficients (a) and power factors (b) of DOC and TCPP 
stabilized systems containing 7, 10, and 12 wt% MWNT and DWNT. 
 
3.4 Conclusions 
Two series of latex-based segregated-network polymer composites were prepared 
with insulating (DOC) or semiconducting (TCPP) stabilizing agents for CNT.  
Composite microstructure, mechanical, and transport properties were evaluated in an 
effort to understand the influence of using a porphyrin molecule as the stabilizer.  
Thermal conductivities were relatively unaffected by stabilizer, CNT type, or CNT 
concentration, and they were below those of typical polymeric materials (0.2 – 0.4 W m-
1 K-1). MWNT:DOC composites exhibited a lower PTC (1.6 wt% MWNT) than 
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MWNT:TCPP (2.2 wt% MWNT).  This threshold difference is attributed to the latex 
particles being able to envelop the better stabilized MWNT:DOC more effectively than 
the more weakly stabilized MWNT:TCPP. Seebeck coefficients were relatively 
unaffected by MWNT concentration, but TCPP-stabilized composites had S values that 
were five times as large as DOC-stabilized.  S and σ both increased for composites 
containing DWNT instead of MWNT, further demonstrating the utility of semiconductor 
stabilizers for improving thermoelectric behavior.  These improvements can be 
explained by the semiconducting nature of TCPP molecules effectively manipulating 
CNT junctions.  Further improvements in Seebeck coefficient and/or electrical 
conductivity are expected with higher DWNT concentration and the use of an 
intrinsically conductive polymer stabilizer (e.g., PEDOT:PSS) in combination with 
TCPP (or other semiconducting stabilizers). 
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CHAPTER IV 
ENHANCEMENT OF THERMOELECTRIC PROPERTIES WITH AN 
INTRINSICALLY CONDUCTIVE STABILIZER 
 
4.1 Introduction 
In the previous chapter, the ability to successfully tailor their thermoelectric 
properties of fully organic polymer nanocomposites was shown.  In this chapter, a 
segregated network was created with a PVAc latex, in combination with highly 
conductive DWNT, stabilized by intrinsically conductive PEDOT:PSS.  PEDOT:PSS, 
doped with DMSO, has been previously shown to effectively disperse carbon nanotubes 
in an aqueous solution and increase the electrical conductivity of the mixture as a 
whole.[65,162]  By combining the highly conductive behavior of DWNT with a conductive 
stabilizer, less resistive nanotube junctions are expected to be created and result in a 
dramatic increase in composite conductivity.  A 40 wt% DWNT composite, at a 1:1 
DWNT:(PEDOT:PSS) dry weight ratio, obtained metallic-like electrical conductivity 
(~200,000 S m-1) and a modest Seebeck coefficient (~45 μV K-1).   These fully organic 
composites were shown to exhibit power factors (~400 μW m-1 K-2) within an order of 
magnitude of commercially available inorganic semiconductors.  These composites, 
however, developed anisotropic thermal conductivity, with in-plane values ~40 times  
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greater than those measured in the through-thickness direction (~16 and 0.40 W m-1 K-1, 
respectively).  A demonstration of the thermoelectric behavior is shown as a ~3.5°C 
temperature gradient is applied.  This work demonstrates that organic composites are 
now becoming competitive with the traditional inorganic semiconductors. 
 
4.2 Experimental 
4.2.1 Materials 
A vinyl acetate/ethylene copolymer emulsion (Vinnapas EP 401 supplied by 
Wacker Chemical Corporation, Munchen, Germany), that is 54 – 56 wt% solids in water, 
was used as the composite matrix.  The PVAc latex has an average particle diameter of 
650 nm with a Tg of -15ºC.  DWNT (XBC 1001), stabilized by intrinsically conductive 
PEDOT:PSS (Clevios PH1000, Heraeus Precious Metals, Hanau, Germany) doped with 
5 wt% dimethyl sulfoxide (DMSO), was used as the model electrically conductive filler. 
 
4.2.2 Composite Preparation 
A DWNT:(PEDOT:PSS) dry weight ratio of 1:1 was prepared by using an 
aqueous solution of 1.23 wt% PEDOT:PSS.  The suspensions were sonicated for 15 min 
at 50 W in an ice water bath.  The aqueous suspension was then added to the PVAc 
emulsion and pH 2-adjusted deionized water (using 0.1 M HCl).  The resulting solutions 
were then sonicated for another 5 min at 50 W in an ice water bath to homogenize.  A 
series of composites, containing 0.1, 0.25, 0.5, 0.75, 1, 10, 20, 30, and 40 wt% DWNT, 
was prepared by drying the suspensions in 26 cm2 plastic molds.  The final aqueous 
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suspensions contained 0.5 wt% solids to reduce viscosity.  The composites were dried 
for 36 hours under ambient conditions in a vented hood, heated for 6 hours at 80°C in an 
oven, and then dried 24 hours in a vacuum desiccator.  Concentrations are based upon 
the dry weight of PVAc, DWNT, and PEDOT:PSS solids used in the composite.  
Composite thicknesses ranged from ~0.045 to 0.070 mm. 
 
4.2.3 Characterization 
In-plane electrical conductivity and Seebeck coefficients were measured with a 
home-built device, as previously described (Section 3.2.3.2).  Through-thickness thermal 
conductivity measurement was also described in Chapter III (Section 3.2.3.3), along with 
scanning electron microscope imaging of composite cross-sections (Section 3.2.3.5).  In-
plane thermal diffusivity measurements (D in mm2 s-1) were performed by Netzsch 
Instruments North America, LLC (Burlington, MA), on circular disks (~25 mm in 
diameter) at 25ºC and converted to thermal conductivity (k) using: 
𝑘 = 𝐷 × 𝐶𝑝 × 𝜌                                                             (4.1) 
where Cp (in J g
-1 K-1) is the specific heat and ρ (in g cm-3) is composite density.  A 
radial heat flow method, utilizing a Netzsch LFA 447 Nanoflash instrument and its 
analysis software, was performed on the test samples in accordance with ASTM E1461.  
This method involves pulse heating a 5 mm diameter spot on one surface of the disk and 
monitoring the arrival of the resulting radial temperature wave on the opposite surface 
with a diameter of approximately 10.7 mm. The area heated by the pulse and the area 
viewed by the IR detector are defined by masks sandwiching the sample. 
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Specific heats of the samples were measured using ASTM E1269 with a Q20 
Differential Scanning Calorimeter (DSC) from TA Instruments (New Castle, DE).  This 
method involved running three separate tests per composite (an empty pan, sapphire 
standard, and loaded pan) to eliminate any influence from the instrument during testing.  
The temperature was ramped at a rate of 20°C min-1, from -60 to 60°C.  To ensure 
accurate results, three tests were done for each sample.  The heat flows of the sapphire 
standard (Dst) and loaded pan (Ds) were subtracted from an empty pan to cancel out the 
pan influence.  The Cp was then calculated using: 
Cp, s= Cp, st
DsWst
DstWs
                                          (4.2) 
where Wst is the weight of the sapphire standard, Ws is the weight of sample, and the 
resulting data was extrapolated to 25°C. 
 
4.3 Results and Discussion 
4.3.1 Composite Microstructure 
The ability of PEDOT:PSS to stabilize DWNT and increase the thermoelectric 
properties of polymer-based composites is believed to be the result of more favorable 
junctions between the nanotubes after drying (Figure 4.1a).  PEDOT:PSS effectively 
stabilizes the DWNT by decorating the nanotube surfaces through π – π stacking 
interactions.[162]  During the drying of the stabilized nanotube and latex suspension, the 
polymer particles exclude volume and force the DWNT into the interstitial space 
between them, as shown schematically in Figure 4.1b.  As the water evaporates and the 
latex particles coalesce together, an electrically connected, but thermally disconnected, 
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three-dimensional network of nanotubes is created.[197,300]  When the composites are 
placed in an atmosphere with elevated temperatures, a reduction of the porosity in the 
network occurs by the polymer particles having a higher degree of coalescence.  This 
behavior tightens the DWNT network and forces more intimate contacts between tubes, 
therefore increasing the electrical conductivity and retaining the flexibility of the 
composite (Figure 4.1c). 
 
 
Figure 4.1.  Schematic of carbon nanotubes decorated by PEDOT:PSS particles and the 
junction formed between them (a).  Schematic of the segregated network formation upon 
drying and polymer coalescence (b).  A fully dried, free standing, flexible composite is 
held between two fingers (c).   
 
The segregated network microstructure of a 0.5 wt% DWNT-filled composite is 
clearly observed in the freeze-fractured cross-sectional SEM micrograph (Figure 4.2a).  
The nanotubes appear as bright spaghetti-like strands trapped between the darker 
coalesced latex particles.  The nanotubes do not appear to have significant interaction 
with the coalesced polymer particles (Figure 4.2b), which further contributes to high 
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electrical conductivity and retention of film flexibility.[67]  At 10 wt% DWNT (Figure 
4.2c), a well-defined DWNT network around relatively large domains of coalesced 
polymer particles is created with distinct filler and matrix regions.  It should be noted 
that DWNT concentrations well above the PTC of the composite system will create 
extensive porosity in the composite.  This is primarily due to the inability of polymer 
particles to adequately envelop the nanotubes and consequently incomplete coalescence.  
At these higher filler concentrations, the polymer particles act more as a binder to retain 
the mechanical integrity of the entangled DWNT network.  Striations begin to form at 40 
wt% DWNT within the microstructure, which can contribute to some anisotropic 
transport properties (Figure 4.2d).  This microstructure is believed to be a result of the 
simple stationary drying during network formation and the lack of greater amounts of 
exclusionary polymer particles to interrupt this layering behavior.  Porosity created by 
the incomplete coalescence will not only affect the mechanical properties of the 
composite, but it will also influence the transport properties. 
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Figure 4.2.  SEM cross-sectional images of 1:1 DWNT:(PEDOT:PSS) composites 
containing 0.5 wt% DWNT (a) 10 wt% DWNT (c), and 40 wt% DWNT.  The 
highlighted region, marked by a dotted box in (a), is enlarged in (b). 
 
4.3.2 Transport Properties 
Figure 4.3 compares the through-thickness and in-plane thermal conductivity of 
these DWNT-filled composites.  These composites resulted in polymer-like through-
thickness thermal conductivity (Figure 4.3a), ranging from 0.15 – 0.4 W m-1 K-
1.[7,65,206,256-265]  As mentioned previously, a significant increase in the thermal 
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conductivity would be expected as the DWNT concentration increased because of the 
difference in thermal conductivity between the PVAc matrix and that of a single 
CNT.[7,28,65,249]  At 40 wt% CNT, the thermal conductivity for the composite could have 
been as large as ~400 W m-1 K-1, based upon Equation 3.3.[7,249,251]  The low 
experimental values (~0.40 W m-1 K-1 for the 40 wt% DWNT composite) can be 
attributed to the numerous high interfacial thermal contact resistances occurring between 
the nanotubes, PEDOT:PSS, and latex particles.[266-270]  This low k may also be credited 
to the increased porosity accompanied by the high concentration of DWNT, which 
further disrupts phonon transport through the composite.  These experimental through-
thickness values are similar to those presented in Chapter II for CNT-filled polymer 
composites. 
In-plane thermal conductivity shows a clear increasing trend with DWNT 
concentration (Figure 4.3b).  The more than order of magnitude difference between 
through-thickness and in-plane thermal conductivity values (~0.40 and 16 W m-1 K-1 for 
40 wt% DWNT, respectively) is likely due to the orientation of DWNT in the in-plane 
direction, as shown in Figure 4.2d.  This orientation could be due to the high aspect 
ratios of the nanotubes and the use of simple stationary evaporation drying.  In the 
direction of orientation (i.e., in-plane), fewer tube – tube junctions are necessary to travel 
a given distance and greater overlap exists amongst nanotubes, which dramatically 
improves phonon transport.[266]  These values correlate with the thermal conductivity 
predicted by Chalopin et al (~10 W m-1 K-1),[206,266,311] who modeled the interfacial 
thermal conductance between crossing carbon nanotubes (i.e., one vertically aligned and 
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the other horizontally) and found that heat flow across the interface was dominated by 
low frequency phonons.  Although this anisotropic behavior is interesting, it should be 
noted that in-plane thermal conductivity is rarely reported in the literature due to 
measurement difficulty and limitations associated with composite thicknesses.[312] 
 
 
Figure 4.3.  Thermal conductivity measurements reported as a function of DWNT 
concentration in the through-thickness (a) and in-plane (b) composite orientations. 
 
Figure 4.4 shows the in-plane electrical conductivities and Seebeck coefficients 
as a function of DWNT concentration.  The percolation threshold behavior of these 
DWNT-filled composites fit well with Kirkpatrick’s percolation power law (solid line in 
Figure 4.4a)[121-122] and exhibit a PTC of 0.025 wt% DWNT.  This low PTC is well 
below those previously reported and demonstrates the highly conductive nature of this 
particular composite system.[165-176]  As the DWNT concentration is increased, the 
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electrical conductivity increases exponentially (Figure 4.4b) and reaches ~200,000 S m-1 
with 40 wt% DWNT.  This metallic-like conductivity for a fully organic, flexible 
composite is orders of magnitude greater than previously reported values for similar 
segregated network systems.[7,65,206,165-176]  The primary reason for this large 
improvement is attributed to the DWNT having an intrinsically high electrical 
conductivity, due to its highly conductive π-conjugated pathways.[188]  As both 
concentric tubes are believed to act as independent SWNT, the high electrical 
conductivity is maintained because the inner tube remains undisturbed during 
stabilization.[188-192]  This high electrical conductivity is also believed to be due to the 
oven drying process creating tighter tube – tube junctions during the initial segregated 
network formation.[65]  Drying at a temperature well above the Tg of the latex particles 
softens the polymer and allows for improved coalescence that forces more intimate 
contacts by narrowing any potential gaps that may exist between nanotubes.[313]  
Additionally, PEDOT:PSS enhances the electrical conductivity of the composites by 
producing less resistive tube – tube junctions.  Increasing the PEDOT:PSS 
concentration, in relation to the DWNT, would simultaneously enhance the stabilization 
of the nanotubes and produce electrical conductivities similar to > 10 wt% CNT 
composites at < 10 wt% CNT concentrations.[65]  However, the CNT concentration is 
still the dominating factor in determining the upper bound of the electrical conductivity 
in the composite. 
Even as electrical conductivity of these composites is significantly altered by 
varying DWNT concentration, the in-plane Seebeck coefficient (Figure 4.4b) remains 
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relatively constant (35 – 50 µV K-1).  These S values are similar to those previously 
reported for segregated network composites containing SWNT and a different derivation 
of PEDOT:PSS (20 – 60 µV K-1).[65,206,310]  The PEDOT:PSS formulation used here 
exhibits larger intrinsic Seebeck coefficients than other commercially available 
PEDOT:PSS derivatives.[206,242,244,246]  The consistency in the Seebeck coefficient is 
believed to be caused by a small energy barrier filtering low energy electron transport at 
the tube junctions, leaving the Seebeck coefficient insensitive to changes in electrical 
conductivity.  This barrier, and the junctions between nanotubes, could be influenced by 
changing the stabilizer used to exfoliate the CNT,[194] altering the distance between 
particles,[65] decreasing the contact potential barrier,[310] or the electrostatic charges 
associated with the CNTs and matrix.[162]  This behavior separates these polymer 
composites from traditional semiconductor thermoelectric materials, which show a large 
reduction in the Seebeck coefficient as the electrical conductivity increases with carrier 
concentration.[80-85] 
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Figure 4.4.  The in-plane electrical conductivity plotted as a function of DWNT 
concentration and the percolation power law (solid line) (a).  The in-plane electrical 
conductivity (circles) and Seebeck coefficient (squares) as a function of DWNT 
concentration (b). 
 
The increased electrical conductivity and Seebeck coefficient exhibited by these 
composites results in among the highest power factors (PF = S2σ) reported for an all 
organic system,[7,65,67,197,206,248,276,285] and within an order of magnitude of commercially 
available inorganic materials.[15,82-83]  Figure 4.5a shows that power factors increase 
linearly with DWNT concentration and reach a value ~400 µW m-1 K-2 for a composite 
filled with 40 wt% DWNT.  This is a level of thermoelectric performance that makes 
these flexible, organic materials viable competition for the commonly used inorganic 
materials (e.g., PbTe ~500 μW m-1 K-2).[82-83]  To demonstrate the thermoelectric 
behavior, an edge of 40 wt% DWNT-filled composite was sandwiched between two 
flexible heaters while the other was left open to the ambient atmosphere (Figure 4.5b).  
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As the heaters were connected in parallel and supplied 1.5 V, a steady state temperature 
gradient of ~3.5°C developed from one end of the sample to the other (Figure 4.5c).  
This small heat gradient was chosen to closely resemble those potentially developed 
when placed in contact with a human body.  The voltage output is seen to increase as the 
temperature gradient becomes larger, which is demonstration that these organic materials 
are thermoelectric (Figure 4.5d).  A steady-state power output of ~18.2 nW was obtained 
as this material was placed in a circuit containing a 0.15 Ω resistor (voltage drop 
measured across this resistor).  This efficiency would dramatically increase when placed 
in series with an n-type leg to create a thermoelectric junction (Figure 2.1). 
 
 
Figure 4.5.  The power factor is plotted against the DWNT concentration (a).  
Photographic image of a 40 wt% DWNT composite as it is sandwiched between two 
flexible heaters (b).  The temperature profile (c) and voltage output (d) are given across 
the sample. 
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Figure 4.5.  Continued. 
 
4.4 Conclusions 
Fully organic (i.e., completely carbon-based) polymer nanocomposites have 
numerous advantages over traditional inorganic semiconductors, including mechanical 
flexibility and the ability to be painted onto a given surface, as a new class of 
thermoelectric material.  A 40 wt% DWNT composite, at 1:1 DWNT:(PEDOT:PSS) dry 
weight ratio, reached metallic-like conductivity at ~200,000 S m-1 and maintained a 
modest Seebeck coefficient of ~45 μV K-1.   Carbon nanotube-filled latex composites 
were shown to exhibit power factors similar to single crystal PbTe and within an order of 
magnitude of nanocrystalline Bi2Te3.  Anisotropic thermal conductivity was developed, 
however, as the in-plane values were more than an order of magnitude greater than the 
polymeric values in the through-thickness direction (~16 to 0.40 W m-1 K-1, 
respectively).  A proof of thermoelectric behavior was demonstrated as a ~3.5°C 
temperature gradient was placed across the sample and the power output was measured 
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to be ~18 nW.  With additional work aimed at increasing Seebeck coefficient with the 
addition of inorganic nanoparticles and/or multiple stabilizers,[64,68] these water-based 
composites have the potential to eventually exceed their inorganic semiconductor 
counterparts in thermoelectric efficiency. 
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CHAPTER V 
HIGH THERMOELECTRIC POWER FACTORS FROM A DUAL-STABILIZER 
COMPOSITE PREPARATION* 
 
5.1 Introduction 
In an effort to further improve the thermoelectric properties of fully organic 
nanocomposites, PEDOT:PSS and TCPP were used together.  Combining the high 
Seebeck coefficients of the TCPP-stabilized composites, with the enhanced electrical 
conductivity of the PEDOT:PSS, the power factor could become even more competitive 
with common inorganic semiconductors.  The electrical conductivity of these dual-
stabilizer organic composites approximately 9,500 S m-1 as the concentrations of both 
 
MWNT and PEDOT:PSS were increased.  The Seebeck coefficient and thermal 
conductivity, however, remained relatively unaffected by the increase in concentration 
(~40 μV K-1 and ~0.12 W m-1 K-1, respectively).  Replacing MWNT with DWNT 
increased σ and S to ~96,000 S m-1 and 70 μV K-1, respectively, at 40 wt% DWNT and a 
1:1:0.25 DWNT:(PEDOT:PSS):TCPP dry weight ratio.  This work suggests that σ and S 
can be simultaneously improved by using multiple stabilizing agents to alter transport 
properties of the junctions between nanotubes.  Combining semiconducting and 
intrinsically conductive molecules as CNT-stabilizers has led to a power factor that  
*Reprinted with permission from G. P. Moriarty, K. Briggs, C. Yu, J. C. Grunlan. Dual 
Stabilizer Approach to High Thermoelectric Power Factor Nanocomposites: Fully 
Organic Materials for Waste Heat Recovery. Energy Technology 2013, 1, 265. 
Copyright © 2012 Wiley Periodicals, Inc. 
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is among the best ever reported for a completely organic, free-standing film (~500 μW 
m-1 K-2).  The use of this dual-stabilizer system provides a new tool for enhancing the 
thermoelectric properties of polymer nanocomposites and provides a way to create high-
efficiency organic materials for harvesting waste heat from previously inconceivable 
places (e.g., fibers in clothing that convert body heat to a voltage that can recharge 
batteries). 
 
5.2 Experimental 
5.2.1 Materials 
Vinnapas EP 401 PVAc copolymer emulsion was used as the composite matrix 
material.  MWNT (Baytubes C 150P) was used as the model electrically conductive 
filler, while DWNT (XBC 1001) was used to show the universality of this approach and 
create higher PF composites.  PEDOT:PSS (Clevios PH1000) doped with 5 wt% DMSO, 
and TCPP were used to stabilize the CNTs in water during composite preparation.  All 
of these materials are described in greater detail in Sections 3.2.1 and 4.2.1. 
 
5.2.2 Composite Preparation 
CNT:(PEDOT:PSS):TCPP weight ratios of 1:1:0.25, 1:2:0.25, 1:3:0.25, and 
1:4:0.25 were prepared using aqueous solutions of 1.23 wt% PEDOT:PSS and 2.67 wt% 
TCPP, respectively.  The aqueous suspensions were then sonicated for 15 minutes at 50 
W in a water bath.  All solutions were left at their unaltered pH values.  The polymer 
emulsion and deionized water were then added to the CNT:(PEDOT:PSS):TCPP mixture 
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and sonicated again for another 5 minutes at 50 W to homogenize.  This final aqueous 
suspension contained 5 wt% total solids.  Composites with four different CNT 
concentrations (10, 20, 30, and 40 wt%) were prepared by drying suspensions in a 26 
cm2 plastic mold for 2 days under ambient conditions and then for 24 hours in a vacuum 
desiccator.  Composites containing 10, 20, 30, and 40 wt% CNT, stabilized at a 1:1:0.25 
CNT:(PEDOT:PSS):TCPP weight ratio, were prepared in the same manner, but dried in 
a vented hood for 36 hours and then in an oven at 80°C for 6 hours.  These final aqueous 
suspensions contained 0.5 wt% total solids.  Concentrations are based upon the dry 
weight of PVAc, CNTs, and stabilizer solids used in the composite.  Composite 
thicknesses ranged from ~0.06 to 0.15 mm. 
 
5.2.3 Characterization 
In-plane electrical conductivity and Seebeck coefficients were measured with a 
home-built device, as previously described (Section 3.2.3.2).  Through-thickness thermal 
conductivity measurement and scanning electron imaging were also previously described 
in Sections 3.2.3.3 and 3.2.3.5, respectively. 
 
5.3 Results and Discussion 
5.3.1 Composite Microstructure 
The dual-stabilizer CNT-filled composite recipes that were studied are 
summarized in Table 5.1. In the first set of composites (A1 – A4), four different MWNT 
concentrations with a fixed MWNT:(PEDOT:PSS):TCPP weight ratio of 1:1:0.25, were 
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used to show the influence of filler concentration on thermoelectric properties.  
Subsequent composite sets (B – D) were fabricated to compare thermoelectric properties 
of composites made with different amounts of PEDOT:PSS in relation to MWNT and 
TCPP.  The PEDOT:PSS concentration affects the CNT dispersion and transport 
behavior at tube junctions.[65,206]  For the two remaining sets of samples (E – F), a 
mixed-drying condition was performed in a vented hood for 36 hours and then in an 
oven at 80°C for 6 hours.  The elevated temperature removes excess dopant (DMSO) 
and helps strengthen the segregated network.[65] 
 
Table 5.1.  Thermoelectric polymer nanocomposite recipes. 
Sample 
Name 
CNT Conc. 
(wt%) 
CNT Type 
CNT:(PEDOT:PSS):TCPP 
ratio 
Drying 
Temp.[a] 
A1 10 MWNT 1:1:0.25 RT 
A2 20 MWNT 1:1:0.25 RT 
A3 30 MWNT 1:1:0.25 RT 
A4 40 MWNT 1:1:0.25 RT 
B1 10 MWNT 1:2:0.25 RT 
B2 20 MWNT 1:2:0.25 RT 
B3 30 MWNT 1:2:0.25 RT 
C1 10 MWNT 1:3:0.25 RT 
C2 20 MWNT 1:3:0.25 RT 
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Table 5.1.  Continued. 
D1 10 MWNT 1:4:0.25 RT 
E1 10 MWNT 1:1:0.25 RT + 80°C 
E2 20 MWNT 1:1:0.25 RT + 80°C 
E3 30 MWNT 1:1:0.25 RT + 80°C 
E4 40 MWNT 1:1:0.25 RT + 80°C 
F1 10 DWNT 1:1:0.25 RT + 80°C 
F2 20 DWNT 1:1:0.25 RT + 80°C 
F3 30 DWNT 1:1:0.25 RT + 80°C 
F4 40 DWNT 1:1:0.25 RT + 80°C 
[a] RT is room temperature 
 
Cross sectional SEM images of freeze-fractured composites are shown in Figure 
5.1 for different MWNT concentrations and MWNT:(PEDOT:PSS):TCPP weight ratios 
(Samples A1, A4, and D1).  MWNT are shown as light-colored spaghetti-like flexible 
cylinders.  Figure 5.1a and b (Sample A1) clearly shows the segregated network 
behavior previously described, with the MWNT forced into the interstitial spaces 
between the nonconductive, coalesced polymer particles (dark regions).  As the 
MWNT:(PEDOT:PSS):TCPP ratio is increased to 1:4:0.25 (Figure 5.1c, Sample D1), 
the MWNT appear better stabilized due to their more homogeneous dispersion 
throughout the composite cross section.  At higher magnification (Figure 5.1d), the 
junctions between the MWNT are more visible, but somewhat obscured by their 
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clustering. It is nearly impossible to completely exfoliate every nanotube because of 
their high affinity to each other through secondary interactions.[314]  As the MWNT 
concentration is increased to 40 wt% (Figure 5.1e and f, Sample A4), the network 
becomes thicker and there is a dramatic increase in porosity.  This porosity is the result 
of the polymer's inability to envelop the stabilized MWNT, creating microvoids that act 
as barriers for complete polymer coalescence. 
 
 
Figure 5.1.  SEM cross-sectional images of composites containing 10 wt% MWNT with 
1:1:0.25 MWNT:(PEDOT:PSS):TCPP (Sample A1) (a), 10 wt% MWNT with 1:4:0.25 
MWNT:(PEDOT:PSS):TCPP (Sample D1) (c), and 40 wt% MWNT with  1:1:0.25 
MWNT:(PEDOT:PSS):TCPP (Sample A4) (e).  Higher magnification images of the 
composites shown in (a), (c), and (e) are displayed in (b), (d), and (f), respectively. 
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Figure 5.1.  Continued. 
 
SEM cross-sectional images of the DWNT:(PEDOT:PSS):TCPP system are 
shown in Figure 5.2 with varying DWNT concentrations.  Figure 5.2a shows a 10 wt% 
DWNT composite (Sample F1), which is shown at higher magnification in Figure 5.2b.  
The nanotube network appears more uniform and detached from the matrix than that 
observed for MWNT.  The DWNT were pulled out from the composite rather than 
fractured or embedded in the matrix, which is due to their high mechanical strength.  A 
possible reason for the irregular surfaces seen here is that the smaller and less-
aggregated bundles of DWNT are easier to bend.  The porosity seems to be slightly 
decreased when compared to the MWNT-filled composites (Figure 5.2) which is 
because the composites were heated to a temperature above the Tg of the latex, which 
allows for increased coalescence.  As the DWNT concentration is increased to 40 wt% 
(Sample F4, Figure 5.2b), the porosity dramatically increases and becomes a factor in 
the degradation of the mechanical properties, which are linked to the critical pigment 
volume concentration (CPVC) phenomenon commonly seen in this type of polymer 
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nanocomposite.[29,67-68,297-299]  The CPVC describes the maximum amount of filler that 
can be added to the matrix and still maintain sufficient wetting of the filler by the 
polymer.  Above the CPVC, the mechanical properties can deteriorate to such a degree 
that it will affect the transport properties. 
 
 
Figure 5.2.  SEM cross-sectional images of 1:1:0.25 DWNT:(PEDOT:PSS):TCPP 
composites containing 10 wt% (Sample F1) (a) and 40 wt% DWNT (Sample F4) (c).  
Higher magnification images of (a) and (c) are shown in (b) and (d), respectively. 
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5.3.2 Transport Properties 
The through-thickness thermal conductivities of these segregated network 
polymer composites are shown in Figure 5.3.  Figure 5.3a shows the results for a 
CNT:(PEDOT:PSS):TCPP weight ratio of 1:1:0.25 as the CNT concentration is 
increased (Samples A1–A4 and F1–F4).  Unlike the electrical conductivity, the thermal 
conductivity has been shown to be relatively insensitive to CNT and stabilizer 
concentration.[7,65,67,251]  The thermal conductivities of MWNT-filled composites 
increase from 0.08 to 0.12 W m-1 K-1 as the concentration is increased from 10 to 40 
wt%.  When MWNT are replaced by DWNT, the thermal conductivity does not show a 
dramatic increase (0.10 – 0.14 W m-1 K-1).   It should also be noted that the thermal 
conductivity is not affected by the amount of PEDOT:PSS used to stabilize the MWNT 
(Figure 5.3b).  These composites (Samples A1, B1, C1, and D1), range in thermal 
conductivity from 0.09 – 0.12 W m-1 K-1 with no discernible trend.  The thermal 
conductivity of these composites correlates well with those materials previously reported 
but are lower than those reported in Chapters III – IV.  These low experimental values 
(~0.12 W m-1 K-1 for the 40 wt% MWNT composite) can be attributed to the numerous 
high thermal contact resistances occurring between the nanotubes, PEDOT:PSS, TCPP, 
and the latex particles.[267-271]  The addition of the small amount of TCPP adds another 
interface with differing vibrational frequency, which reduces the conductivity seen in 
similar single stabilizer CNT-filled composites.  This low k can be attributed to the 
increased porosity, accompanied by the high concentration of CNT, which further 
disrupts phonon transport through the composite.  These organic stabilizers can also act 
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as phonon-scattering centers because they are embedded in the composite alongside the 
MWNT.[268] 
 
 
Figure 5.3.  Through-thickness thermal conductivity values of 1:1:0.25 
CNT:(PEDOT:PSS):TCPP as a function of CNT concentration (Samples A1 – A4, F1 – 
F4) (a) and 10 wt% MWNT as a function of MWNT:(PEDOT:PSS):TCPP weight ratio 
(Samples A1, B1, C1, and D1) (b). 
 
The in-plane electrical conductivities of these composites as a function of 
MWNT:(PEDOT:PSS):TCPP ratio and MWNT concentration are shown in Figure 5.4a. 
As the MWNT concentration increases for each MWNT:(PEDOT:PSS):TCPP ratio, the 
electrical conductivity increases.  A composite containing a 
MWNT:(PEDOT:PSS):TCPP ratio of 1:1:0.25 and 40 wt% MWNT (Sample A4) 
reaches an electrical conductivity of  approximately 9,500 S m-1, which is comparable to 
that of a composite with 10 wt% MWNT and a 1:4:0.25 MWNT:(PEDOT:PSS):TCPP 
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(Sample D1, ~8,500 S m-1).  PEDOT:PSS is believed to create less electrically resistive 
junctions between tubes, so increasing the amount of PEDOT:PSS within the composite 
will help stabilize more MWNT and create a large number of electrically bridged 
junctions.  This behavior enables higher electrical conductivity to be reached without 
having to add more filler. 
Increasing the MWNT concentration and altering the 
MWNT:(PEDOT:PSS):TCPP ratio does not have a dramatic effect on the Seebeck 
coefficient ( 25 – 50 μV K-1) (Figure 5.4b).  The consistency in the Seebeck coefficient 
is believed to be caused by a small energy barrier hindering low-energy electron 
transport at the tube junctions, which leaves it insensitive to changes in electrical 
conductivity.  The Seebeck coefficients appear to decrease slightly as the concentration 
of PEDOT:PSS is increased, which could be due to its intrinsically small S (~20 μV K-
1).[242,246]  The Seebeck coefficients reported here are greater than MWNT:TCPP 
composites (~28 μV K-1),[67] and similar to values previously reported for 
SWNT:(PEDOT:PSS) composites (20 – 60 μV K-1).[7,65]  As the dual stabilizers 
potentially shift the Fermi level, these composites maintain the high electrical 
conductivity of PEDOT:PSS-stabilized composites.[65,67,206]  The addition of the 
semiconducting TCPP might also create sharper features in the density of states, creating 
more asymmetry and increasing S.  The charge transport across the junctions can be 
easily influenced by the stabilizer(s) used to stabilize the CNT,[194] the interparticle 
distance,[65] the contact potential barrier,[310] and the electrostatic charges associated with 
the CNTs and matrix.[162]  This is a strong indication that the thermoelectric properties of 
 86 
 
these polymer composites can be manipulated by tailoring the junctions between 
nanotubes with different combinations of stabilizing agents. 
 
 
Figure 5.4.  In-plane electrical conductivity values (a) and Seebeck coefficients (b) as a 
function of both MWNT concentration and MWNT:(PEDOT:PSS):TCPP weight ratio. 
 
In an effort to further enhance electrical conductivity, two sets of composites 
were placed in an oven for 6 hours at 80°C (Figure 5.5a, Samples E and F).  This 
elevated temperature softens the polymer particles (Tg = –15°C), allowing them to better 
tighten the electrically conductive network that exists between the nanoparticles.[30,65]  
Comparing MWNT- and DWNT-filled composites, the electrical conductivities increase 
roughly by an order of magnitude at each CNT concentration.  At 40 wt% CNT, the 
electrical conductivity reaches approximately 96,000 and 9,500 S m-1 for DWNT-filled 
and MWNT-filled composites, respectively.  This conductivity for DWNT-filled 
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composites is comparable to the highest values reported for completely organic, free-
standing composites and can be attributed to the high intrinsic conductivity of this type 
of CNT.[206]  The increased electrical conductivity can be explained by the DWNT 
having a higher structural stability, which creates highly conductive π-conjugated 
pathways that remain undisturbed on the inner tube during functionalization and allow it 
to act as an independent SWNT.[67,188-192]   This large conductivity in DWNT-filled 
composites can also be explained by the tube lengths appearing longer compared to the 
MWNT, as evidenced in the SEM images (Figures 5.1 and 5.2, respectively).  The 
MWNT could have been mechanically degraded (i.e., scission of the tubes) during 
sonication, reducing their lengths.  The longer tube lengths reduce the frequency of CNT 
– CNT junctions, which dominate the resistivity throughout the conductive 
network.[192,197,251]  As one of the tubes within a DWNT is always metallic in character, 
the other semiconducting tube will help to enhance the Seebeck coefficient (Figure 
5.5b), which remains insensitive to the CNT concentration and is not directly affected by 
the increased drying temperature.  MWNT-filled composites maintain values of 
approximately 40 μV K-1, which are comparable to those reported previously (Figure 
5.5b).  As MWNT-filled composites are compared to DWNT-filled composites, the 
Seebeck coefficients increase by roughly 50% (~40 to 70 μV K-1).  This large increase 
has been previously observed with DWNT-filled composites and is directly related to the 
intrinsic properties of this type of nanotube.[67]   
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Figure 5.5.  In-plane electrical conductivity (a) and Seebeck coefficients (b) as a 
function of CNT concentration and type (Samples E – F). 
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among the largest reported for a fully organic material.  Figure 5.6a shows PF as a 
function of MWNT concentration and MWNT:(PEDOT:PSS):TCPP ratio.  With a 
1:1:0.25 MWNT:(PEDOT:PSS):TCPP ratio, the power factor increases linearly as the 
MWNT concentration is increased from 10 to 40 wt% (1.24 to 20.2 μW m-1 K-2, 
respectively).  This behavior is consistent with the increasing electrical conductivity and 
relatively constant Seebeck coefficient (Figure 5.5).  Increasing the PEDOT:PSS 
concentration, and holding the other components constant, produces no discernible trend 
in the values of S (Figure 5.5b).  Replacing MWNT with DWNT (Figure 5.6b, Samples 
F1 – F4), results in a 25× improvement in PF.  The 40 wt% DWNT 1:1:0.25 
DWNT:(PEDOT:PSS):TCPP composite achieves a power factor of approximately 500  
μW m-1 K-2 at room temperature.  This is among the highest values ever reported for a 
fully organic free-standing composite, and is within a factor of five of traditional single-
crystal inorganic thermoelectric materials (e.g., PbTe [S2σ ~500 μW m-1 K-2][82-83]). 
[7,65,67,197,206,248,276,285]  This level of performance makes these flexible, organic materials 
viable for practical applications. 
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Figure 5.6.  Composite power factor measured as a function of both MWNT 
concentration and type (samples A – D) (a) and as a function of both CNT concentration 
and type (samples E – F) (b). 
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four different CNT:(PEDOT:PSS):TCPP weight ratios, each dried at 80°C and/or room 
temperature. This study reveals the influence of CNT type and concentration, 
PEDOT:PSS concentration, and drying condition on thermoelectric properties.  The 
stabilization by PEDOT:PSS and TCPP, presumably by π-π stacking, bridges nanotubes 
and helps charge carriers (i.e., holes) to travel more efficiently in these composites, 
resulting in high electrical conductivity.  Thermal conductivity (0.09 – 0.14 W m-1 K-1) 
was relatively unaffected by stabilizer concentration (ranging from 1:1:0.25 to 1:4:0.25 
MWNT:(PEDOT:PSS):TCPP), CNT concentration (10 – 40 wt^%), and CNT type.  This 
likely resulted from the mismatches in vibrational spectra at the many interfaces within 
the composite, which impeded phonon transport. At 40 wt% MWNT, the 1:1:0.25 
MWNT:(PEDOT:PSS):TCPP composite exhibited an electrical conductivity of 
approximately 9,500 S m-1 and the Seebeck coefficient remained relatively insensitive to 
MWNT concentration and MWNT:(PEDOT:PSS):TCPP weight ratio (~40 μV K-1).  
Using DWNT at 40 wt% in a 1:1:0.25 DWNT:(PEDOT:PSS):TCPP composite, 
produced electrical conductivity of 96,000 S m-1 and nearly doubled the Seebeck 
coefficient (~70 μV K-1) of the comparable MWNT composite.  These thermoelectric 
properties are much greater than those of typical polymer composites containing CNTs, 
yielding power factors (S2σ) that are among the highest reported for a completely 
organic, flexible material (~500 μW m-1 K-2).  These composites have the potential to 
eventually exceed commonly used inorganic semiconductors in thermoelectric efficiency 
(and already do when normalized by the mass). 
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CHAPTER VI 
LATEX FREE THERMOELECTRIC THIN FILMS PRODUCED BY LIQUID-PHASE 
EXFOLIATION* 
 
6.1 Introduction 
Organic thin film nanocomposites prepared by liquid-phase exfoliation of 
SWNT, stabilized by intrinsically conductive PEDOT:PSS, were examined without the 
use of an insulating polymer emulsion matrix.  This thin film preparation method as it 
has been shown to effectively produce coherent, flexible composites at high CNT 
concentrations (> 70 wt%).  The goal of this chapter is to investigate the thermoelectric 
properties of thin films as the SWNT concentration is increased to 95 wt%.  Without the 
use of the insulating polymer emulsion as a binder for the SWNT network, electrical 
conductivity for these fully organic films is shown to increase from 50,000 to 400,000 S 
m-1 as the SWNT concentration is increased.  While these thin films exhibit metallic 
electrical conductivity, the thermal conductivity and Seebeck coefficient remain 
relatively unaffected with higher concentrations of electrically conductive filler.  The 
high interfacial thermal resistances seen in segregated network composites are still   
 
 
*Reprinted with permission from G. P. Moriarty, S. De, P. J. King, U. Khan, M. Via, J. 
A. King, J. N. Coleman, J. C. Grunlan. Thermoelectric behavior of organic thin film 
nanocomposites. J. Polym. Sci. B 2013, 51, 119-123. Copyright © 2012 Wiley 
Periodicals, Inc. 
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prevalent within these thin films and keep the thermal conductivity relatively low (< 0.6 
W m-1 K-1).  Power factors of these thin film nanocomposites reach a maximum of 115 
μW m-1 K-2 at 85 wt% SWNT, which is similar to previously reported.[65]  The ability of 
a completely organic, flexible material to reach metallic electrical conductivity, and 
maintain low thermal conductivity, is an important tool for harnessing energy from 
thermal gradients. 
 
6.2 Experimental 
6.2.1 Materials 
High purity arc-discharge single walled carbon nanotubes (purchased from Iljin 
Nanotech Co., Seoul, Korea) were used as the electrically conductive filler.  Dispersions 
were prepared by adding the nanotubes to a 10 mL cylindrical vial containing an 
aqueous solution of 5 mg mL-1 PEDOT:PSS (Clevios PH500, purchased from Heraeus 
Precious Metals, Leverkusen, Germany).  The nanotube concentration was maintained at 
1 mg mL-1 to keep the resultant solution viscosity low during sonication. 
 
6.2.2 Composite Preparation 
This dispersion was subjected to 5 min of high-power tip sonication (VibraCell 
CVX, 750 W, 20% amplitude, 60 kHz) before being placed in a sonic bath (Branson 
2510-MT) for 1 hour and subjected to another 5 min of high-power sonication.  These 
dispersions were blended in the ratio required to give the desired SWNT:(PEDOT:PSS) 
mass fraction. The mixtures were then sonicated for 15 min to homogenize. The 
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resulting dispersions were vacuum-filtered using 0.45 μm poly(vinylidene fluoride) 
(PVDF) filter membranes (MF-Millipore membrane, 47 mm diameter) to produce thick 
films. The thickness of these films was controlled by the volume of dispersion filtered 
and hence the deposited mass. Deposited films were washed with 200 mL of deionized 
water, dried under vacuum for 24 hours at 60°C, and peeled from the filter membrane to 
give a robust free standing film.  Thin film thicknesses ranged from ~0.01 to 0.45 mm. 
 
6.2.3 Characterization 
Samples were cut into a rectangular shape (~15 mm in length and 2 mm in width) 
to measure the in-plane electrical conductivity and Seebeck coefficients with a home-
built, shielded four-point probe apparatus (see Section 3.2.3.2).  The scanning electron 
micrographs of composite cross-sections were taken with an FEI Quanta 600 FE-SEM 
(see Section 3.2.3.5).  Through-thickness thermal conductivity at 25°C was measured 
with a Nanoflash LFA 447 in accordance with ASTM E1461-07.  For a single through-
plane thermal conductivity measurement, a 25.4 mm diameter disk (cut from the center 
of the thin film composites) was placed in the device. A Xenon flash lamp was then used 
to direct a short heat pulse of 10 J to the front side of the sample, as the temperature rise 
on the back surface of the disk was recorded as a function of time.  For each sample, five 
separate heat pulses were used and the resulting thermal conductivities for each test were 
averaged. Additionally, at least three thin films were measured for each SWNT 
concentration.  Specific heats were measured with a Q20 DSC in conjunction with 
ASTM E1269-05 (see Section 4.2.3). 
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6.3 Results and Discussion 
6.3.1 Composite Microstructure 
In this chapter, SWNT was combined with intrinsically conductive PEDOT:PSS  
to create organic thermoelectric thin films.  Figure 6.1(a) depicts an exfoliated solution 
of SWNT with PEDOT:PSS attached to its surface.  The surfactant helps prevent the 
hydrophobic SWNT from aggregating together through enhanced hydrophilicity.  As the 
solution is allowed to dry, electrically conductive junctions form between CNT (Figure 
6.1b), which is believed to be the source of exceptional electronic properties.[315]  These 
junctions are easily influenced by the interparticle distance, contact potential barriers, 
and electronic states of CNT, but can be tailored by stabilizer type and 
concentration.[65,67]   
Figure 6.1c shows a freeze-fractured cross-sectional SEM micrograph of a thin 
film made of 20 wt% SWNT and 80 wt% PEDOT:PSS.  The bright spaghetti-like 
strands that appear here are nanotubes that have pulled out of the darker PEDOT:PSS 
matrix.  At higher magnification (Figure 6.1d), designated by the dotted-line box in 
Figure 1c, PEDOT:PSS at SWNT junctions are more clearly seen as brighter spots.  
These junctions are believed to impart metal-like electrical conductivity to the thin films.  
As the SWNT concentration is increased to 60 wt% (Figure 6.1e and f), porosity within 
the microstructure is shown to increase as well.  These microvoids are formed by the 
SWNT aggregation that increases as the PEDOT:PSS concentration is reduced.  This 
porosity will affect the mechanical and transport properties of these thin films. 
 96 
 
 
Figure 6.1.  Schematics of carbon nanotubes coated by PEDOT:PSS particles in their 
exfoliated state (a) and an electrically conductive junction formed between carbon 
nanotubes upon drying of the exfoliated solution (b).  SEM cross-sectional images of a 
20 wt% SWNT film (c) and a 60 wt% SWNT film (e).  Images (d) and (f) are higher 
magnification images, marked by dotted boxes in (c) and (e), respectively.  The balance 
of each film is PEDOT:PSS. 
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6.3.2 Transport Properties 
Table 6.1 summarizes the through-thickness thermal conductivity for the 
SWNT-filled thin films.  These measurements were obtained using the transient method 
(ASTM E1461-07), where thermal conductivity is calculated from Equation 4.1.  As 
expected, the specific heat decreases with increasing SWNT concentration.  These data 
agree with a simple rule of mixtures calculation, which is conceptually accurate because 
it would take less energy to raise the temperature as more conductive filler is introduced.  
These thin films have a slightly elevated polymer-like thermal conductivity (~0.4 W m-1 
K-1),[7,65,67] ranging from 0.4 – 0.7 W m-1 K-1, despite displaying metal-like electrical 
conductivity (Figure 6.2a).  At 95 wt% SWNT, the thermal conductivity for the 
composite could have been as large as ~950 W m-1 K-1, based upon the parallel resistor 
model presented in Chapter III,[7,249,251] but the low experimental values (0.53 W m-1 K-1 
for the 95 wt% SWNT) can be attributed to the numerous high thermal contact 
resistances and differing vibrational frequencies occurring between the nanotubes and 
PEDOT:PSS.[266-270]  This low k is also linked to increased porosity that accompanies the 
increase in SWNT concentration and further disrupts phonon transport.[67] 
 
Table 6.1.  Thermal properties of SWNT:(PEDOT:PSS) thin films. 
SWNT Conc. 
(wt%) 
Density 
(g cm-3) 
Specific Heat 
(J g-1 K-1) 
Thermal Conductivity 
(W m-1 K-1) 
20 0.970 1.714 0.560 ± 0.068 
40 1.171 1.503 0.444 ±  0.031 
60 0.910 1.309 0.638 ± 0.29 
77.5 0.610 1.183 0.687 ± 0.0054 
85 0.685 0.960 0.664 ± 0.0082 
95 0.636 0.956 0.526 ± 0.046 
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Figure 6.2a shows the electrical conductivity and Seebeck coefficient as a 
function of SWNT concentration for these thin films.  Electrical conductivity appears to 
increase linearly with SWNT concentration.  The highest conductivity of approximately 
400,000 S m-1, obtained with 95 wt% SWNT, is orders of magnitude greater than 
previously reported values for other organic composite systems.[7,65,206,165-176]  This high 
conductivity is attributed to the SWNT having an intrinsically high electrical 
conductivity, due to its highly conductive π-conjugated pathways that promote electron 
transport.[65,206]  Additionally, PEDOT:PSS enhances the electrical conductivity of the 
thin films by creating less resistive tube – tube junctions.[65,206]  As electrical 
conductivity of these composites is significantly altered by increasing SWNT 
concentration, the Seebeck coefficient remains relatively unaltered (~14 to 26 μV K-1) 
(Figure 6.2a).  The Seebeck coefficient remains insensitive to changes in electrical 
conductivity, as observed in Chapters III-VI, and effectively decouples these two 
properties.[7,65,206,174]  While the indirect contact of SWNT, and the weak bonding 
between SWNT – PEDOT:PSS at the junctions, effectively impede phonon transport, 
electrical conductivity can be maintained without direct contact between SWNT through 
hopping and tunneling of the energetic electrons.[162,174]  These thin films display the 
general behavior of traditional semiconductors in a very weak sense, showing a slight 
reduction in Seebeck coefficient with increasing electrical conductivity.[5-6,9-12] 
The high electrical conductivity exhibited by these thin films results in above 
average power factors (S2σ) commonly reported for all organic systems.[7,65,67,242,244-
246,272-276] These values are roughly an order of magnitude lower than commercially 
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available inorganic semiconductors[21] and are similar to other inorganic thin films.[283-
284]  Figure 6.2b shows that power factors do not show a distinct trend as the SWNT 
concentration is increased due to the large variability in electrical conductivity and slight 
deviations in Seebeck coefficient measurements.  However, a thin film composed of 85 
wt% SWNT achieves a power factor of ~115 µWm-1 K-2, which is competitive with 
other types of good organic thermoelectric materials.[7,65,67,206]    A calculated ZT value 
of ~0.04, from the power factor and through-plane thermal conductivity at 300 K for a 
40 wt% SWNT film, makes these fully organic thin films viable for converting waste 
heat into useful electricity.  By incorporating another stabilizer to further tailor the 
Seebeck coefficient could increase the efficiency of these thin films. 
 
 
Figure 6.2.  Electrical conductivity, Seebeck coefficient (a) and power factor (b) of 
SWNT:(PEDOT:PSS) thin films as a function of nanotube concentration. 
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6.4 Conclusions 
These fully organic, water-processable and flexible thin films have many 
advantageous properties for thermoelectric applications.  It has been demonstrated that 
single-walled carbon nanotubes can be easily exfoliated with PEDOT:PSS and dried into 
thin, coherent films.  These films can achieve among the highest reported electrical 
conductivity for an all organic system (~400,000 S m-1), while still maintaining a 
thermal conductivity similar to a heat insulating polymer (0.4 – 0.7 W m-1 K-1).  A thin 
film composed of 85 wt% SWNT achieves a power factor of ~115 µW m-1 K-2, which is 
competitive with other types of good organic thermoelectric materials.  These results 
present a method to produce thin organic films for applications in thermoelectric devices 
or as metallic replacements.   More work is underway to further improve the waste heat 
conversion efficiency of these thin films (i.e., produce greater ZT). 
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CHAPTER VII 
CONCLUSIONS AND FUTURE WORK 
 
The ultimate goal of this dissertation was to create fully organic, emulsion-based 
thermoelectric composites that would be competitive with traditional inorganic 
semiconductors.  By incorporating different types of stabilizers into these materials, 
carbon nanotube junctions were manipulated and thermoelectric properties were 
optimized.  In addition to using insulating, semiconducting, and intrinsically conductive 
stabilizers for carbon nanotubes, this dissertation explored the use of using multiple 
stabilizers within the same composite.  Latex-less thin films were also investigated to 
create organic nanocomposites with ultra-high electrical conductivity. 
 
7.1 Semiconducting Stabilizer Effects for CNTs 
 Segregated network polymer composites were prepared with a poly(vinyl 
acetate) emulsion and carbon nanotubes (CNT) as the matrix and electrically conductive 
filler, respectively.   Composite microstructure, mechanical, and transport properties 
were evaluated in an effort to understand the influence of using a semiconducting 
molecule, meso-tetra(4-carboxyphenyl) porphine  (TCPP), as a stabilizer for multi-
walled carbon nanotubes (MWNT).  The porphyrin was not as effective as an insulating 
molecule, sodium deoxycholate (DOC), for CNT stabilization, resulting in greater 
amounts of porosity in the microstructure.  Thermal conductivities were relatively 
unaffected by stabilizer type, CNT type, and concentration, remaining in the polymeric 
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regime (0.2 – 0.4 W m-1 K-1).  The DOC-stabilized composites also exhibited a 
percolation threshold ~30% lower than the TCPP-stabilized, but electrical conductivities 
(σ) increased with MWNT concentration for both systems.  Seebeck coefficients (S) 
were relatively unaffected by MWNT concentration, but TCPP-stabilized composites 
had S values that were five times as large as the DOC-stabilized systems.  S and σ both 
increased for composites containing double-walled carbon nanotubes (DWNT) instead 
of MWNT, further demonstrating the utility of semiconducting stabilizers for improving 
thermoelectric behavior.  These results demonstrate that incorporating semiconducting 
CNT-stabilizers is a useful tool for increasing the thermoelectric properties of fully 
organic composites. 
 
7.2 Intrinsically Conductive Stabilizer for High Performance Composites 
 DWNT, stabilized by intrinsically conductive poly(3,4-
ethylenedioxythiophene):poly(styrene sulfonate) (PEDOT:PSS), dramatically influences 
the thermoelectric properties by more effectively linking the numerous CNT junctions in 
the microstructure.  By creating less resistive junctions, a 40 wt% DWNT composite 
exhibits metallic electrical conductivity while maintaining constant Seebeck coefficients.  
Even with the increased electronic properties, the composite thermal conductivity 
remains in the polymer regime.  The combination of high σ and modest S results in a 
power factor (S2σ ~400 μW m-1 K-2) that is similar to single crystal semiconductors and 
is within an order of magnitude of more commonly used inorganics like bismuth 
telluride.[15,86-87]  When a small temperature gradient was applied across this flexible 
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composite, the thermoelectric behavior was successfully demonstrated with the 
generation of ~18 nW of power. 
 
7.3 Synergistic Behavior Using a Dual CNT-Stabilizer Approach 
 Thermoelectric polymer composites were prepared with carbon nanotubes 
(MWNT or DWNT) and stabilized by the combination of an intrinsically conductive 
polymer (PEDOT:PSS) and a semiconducting molecule (TCPP).  The synergistic 
behavior of PEDOT:PSS and TCPP helps electrically bridge nanotubes, which results in 
high electrical conductivity and Seebeck coefficients similar to TCPP-stabilized systems.  
The thermal conductivity remained relatively insensitive to the stabilizer concentration, 
CNT concentration, and CNT type.  Thermoelectric properties greater than those of 
typical polymer composites containing CNTs yield power factors (S2σ ~ 500 μW m-1 K-
2) that are among the highest reported for a completely organic, flexible material.  These 
composites have the potential to eventually exceed commonly used inorganic 
semiconductors in thermoelectric efficiency. 
 
7.4 Latex-less Thin Films for High Electrical Conductivity 
Thin, coherent films composed of single-walled carbon nanotubes (SWNT) and 
PEDOT:PSS were created by liquid-phase exfoliation.  These fully organic, water-
processable thin films do not require the insulating polymer matrix used in the emulsion-
based composites and have many advantageous properties for thermoelectric 
applications.  These films exhibit among the highest reported electrical conductivity for 
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an all organic system, while still maintaining a Seebeck coefficient that is insensitive to 
SWNT concentration.  Even with the metallic electrical conductivity, the thermal 
conductivity is similar to an insulating polymer.  These thin films have power factors 
that are competitive with other types of good organic thermoelectric materials (S2σ ~ 
120 μW m-1 K-2), but are limited by low S (~20 μV K-1).  These results present a method 
to produce organic thin films that are light weight and could be used for applications in 
thermoelectric devices or as metallic replacements. 
 
7.5 Future Research Directions 
 From the results in Chapter IV, V, and VI, it is known that PEDOT:PSS can 
manipulate the numerous CNT junctions within a composite to enhance the 
thermoelectric behavior.  There are still opportunities to advance the thermoelectric 
properties further and drive the efficiencies of these fully organic composites closer to 
(and eventually exceed) traditional inorganic semiconductors.  The overall 
thermoelectric performance of PEDOT is limited by the insulating nature of the large 
polyanion, PSS, but can be tailored by exploring other smaller anions.  Oxidation issues 
of carbon nanotubes and/or n-type polymers are a concern that needs to be resolved in 
order to create a completely organic thermoelectric device.  One option is to encapsulate 
an organic n-type composite using layer-by-layer deposition that will restrict the flow of 
oxygen.[278,309,317]  It is also important to try and combine these organic p-type 
thermoelectric composites with inorganic n-type semiconductors into a working 
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retrofitted device to show the conversion efficiencies of these materials.  These three 
areas of future work are described in more detail below. 
 
7.5.1 Smaller Anions for Water-Based PEDOT 
 Chapters IV – VI showed that incorporating PEDOT into a composite system as 
a CNT stabilizer can improve thermoelectric performance, primarily by increasing 
electrical conductivity.  The ability of this polymer to effectively manipulate the 
numerous CNT junctions has brought fully organic composites into direct competition 
with common inorganic semiconductors.  Despite this improvement, the large PSS 
polyanion hinders the overall potential of PEDOT due to its insulating nature.[76]  
Replacing this insulating polymer with smaller anions, such as a tosylate (e.g., iron (III) 
tris-p-toluenesulphonate (Tos)), will allow for increased electrical conductivity of the 
resultant conductive polymer (Figure 7.1).[216]  Crispin et al successfully polymerized 
PEDOT:Tos through an oxidative polymerization process, which precisely controlled the 
oxidation levels of the polymer and finely tuned the thermoelectric properties.  By 
controlling oxidation, the power factors of the resultant films were optimized to ~320 
μW m-1 K-2.  The replacement of PSS by Tos led to roughly an order of magnitude 
improvement in S2σ.[216,242]  The potential ability of PEDOT:Tos to stabilize carbon 
nanotubes in water should be investigated.  Several tosylates would need to be studied to 
produce the most water-stable derivative of this new polymer.  Due to the aromatic rings 
still present, it is assumed stabilization of CNTs will still occur through π – π 
interactions.  For this approach, the effects of PEDOT:Tos on the thermoelectric 
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properties would be studied in a manner similar to Chapter V.  The ultimate goal would 
be to achieve S2σ above 800 μW m-1 K-2.  If successful, this approach would make fully 
organic, water-based, flexible composites that rival many inorganic semiconductors and 
could be used to efficiently scavenge energy from small temperature gradients. 
 
 
Figure 7.1.  Chemical structure of PEDOT as it associates with the smaller anion, Tos, 
after oxidative polymerization (adapted from [216]). 
 
7.5.2 Encapsulating N-Type Polymer Composites  
 Organic n-type composites have recently been investigated and developed.  
Traditionally, these materials are difficult to preserve, as carbon nanotubes and polymers 
suffer from oxidation.[249,278-279]  One such production method to convert the conducting 
properties of CNTs from p-type back to n-type has been demonstrated by the physical 
adsorption of branched polyethyleneimine (PEI) onto carbon nanotubes surfaces.[309]  By 
incorporating the numerous electron-donating amine groups of PEI onto the SWNT 
PEDOT
Tos
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surface, n-type composites maintained Seebeck coefficients of roughly -60 μV/K for 
several days in air before transitioning back to p-type due to oxidation (Figure 7.2a).  A 
possible approach to eliminate the oxidation issues is to apply a nano-coating to 
composite surfaces that will act as an oxygen barrier.  Using water-based layer-by-layer 
assembly (LbL), which is the building of a thin film by alternating exposure of a 
substrate to cationic and anionic mixtures,[316] a flexible polymeric super gas barrier can 
be used to stop oxygen doping of n-type composites.  One approach would involve using 
a three component system consisting of cationic PEI, anionic poly(acrylic acid) (PAA) 
and montmorillonite clay (MMT) in a deposition sequence of PEI/PAA/PEI/MMT 
(Figure 7.2b and c).  This quadlayer (QL) system has been shown to reduce the oxygen 
transmission rate (OTR) and effectively stop the flow of oxygen with only 4 QL (Figure 
7.2d).[317]  As LbL is a simple deposition process that can be done under ambient 
conditions, this thin film can be applied to composites after they have completely dried 
within an argon atmosphere.  The goal of this study would be to create a conformal 
barrier on polymer composites so as to maintain the n-type behavior for extended 
periods of time.  If successful, a fully organic n-type composite would be realized for use 
in a fully organic thermoelectric module. 
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Figure 7.2.  Seebeck coefficients of 20 wt% SWNT composites as a function of PEI 
concentration and CNT purity (a).[309]  Cartoon illustrations of layer-by-layer assembly 
(b) and the nano-brick wall structure resulting from the alternate adsorption of PEI 
(blue), PAA (green), and MMT (red), onto an n-type composite (c).  Oxygen 
transmission rate reported as a function of the number of quadlayers deposited on 179 
μm thick PET film (d) (adapted from [317]).   
 
7.5.3 Combining Organic P-Type with Inorganic N-Type 
 Chapter V revealed the ability of organic composites to produce a reasonable 
amount of useful power that can be captured from a small temperature gradient.  To 
increase the efficiency of this power output, and to further show proof that they are 
capable of converting heat into electricity, p-type organic composites can be paired with 
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inorganic n-type legs.  This could be accomplished using silver-filled conductive epoxy 
to bind both thermoelectric legs to a copper laden lattice (Figure 7.3a).  Preliminary 
results of this module, which is composed of 40 junctions, show that the voltage outputs 
increase with higher temperature gradients (Figure 7.3b), but the efficiency is still quite 
low when compared to a commercially available module.  In order to make the 
retrofitted module more comparable, the internal resistance resulting from poor electrical 
contacts and high contact resistance from the epoxy has to be dramatically reduced.  One 
way to reduce the internal resistance would be to solder the inorganic legs onto the 
copper pads and increase the electrical conductivity of the epoxy by adding other 
electrically conductive fillers (e.g., carbon black, carbon nanotubes, graphene).  The goal 
would be to obtain efficiencies similar to a commercial device.  Additionally, a simple 
demonstration could be done by using this module to power an LED or another low 
power consumption device (e.g., send a wireless signal). 
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Figure 7.3.  A retrofitted device, containing 40 junctions connected electrically in series 
and composed of inorganic n-type and organic p-type legs (a).  Voltage outputs of the 
retrofitted device, compared to a commercial device, as the temperature gradient is 
increased (b). 
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APPENDIX A 
INFLUENCE OF POLYMER PARTICLE SIZE ON THE PERCOLATION 
THRESHOLD OF ELECTRICALLY CONDUCTIVE LATEX-BASED 
COMPOSITES* 
 
A.1 Introduction 
Electrically conductive polymer composites, comprised of an electrically 
conductive filler added to a polymer matrix, have been widely used in recent years for 
applications that include electromagnetic shielding, actuation, sensing (chemical, 
temperature, and pressure), and electrostatic charge dissipation.  As more conductive 
filler is added to the matrix, a network begins to form that will allow the composite to 
transition from insulator to conductor.  This transition occurs when an interconnected 
network is formed at a critical concentration of conductive filler, which is known as the 
percolation threshold.  Composite electrical conductivity generally obeys the percolation 
power law as a function of electrically conductive filler concentration: 
𝜎 = 𝜎0(𝑉 − 𝑉𝑐)𝑠                                                           (A.1) 
where σ0 is a proportionality constant related to the intrinsic conductivity of the filler, V 
is the volume fraction of conductive filler, Vc is the critical volume fraction of filler  
 
 
*Reprinted with permission from G. P. Moriarty, J. H. Whittemore, K. A. Sun, J. W. 
Rawlins, J. C. Grunlan. Influence of Polymer Particle Size on the Percolation Threshold 
of Electrically Conductive Latex-Based Composites. J. Polym. Sci. B 2012, 49, 1547-
1554. Copyright © 2012 Wiley Periodicals, Inc. 
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associated with the percolation threshold, and s is the power law exponent (typically 1.6 
– 2.0 for three-dimensional cases). 
Classical percolation theory predicts a percolation threshold of approximately 16 
vol% filler when there is no interaction between the matrix and filler, (and the filler is 
assumed to be spherical).  Unfortunately, this concentration of filler can cause a 
reduction in desirable mechanical properties (e.g. flexibility).  Lowering the percolation 
threshold of these composites will help to retain the desired mechanical behavior of the 
polymer matrix, while simultanously increasing the electrical conductivity at a given 
filler loading.  The percolation threshold can be reduced by utilizing a segregated 
network approach in which relatively large polymer domains create excluded volume 
that forces conductive filler to form networks at low concentration.  First coined by Kusy 
while using electrically conductive mixtures of polymer and metal powders, segregated 
networks have been extensively studied in recent years. These networks are typically 
achieved with a polymer blend, or a particulate polymer (e.g. polymer powder or 
emulsion), as the composite matrix.  Immisicible polymer blends segregate conductive 
filler due to its preference to be in one polymer relative to the other, or by causing the 
filler to occupy the interstitial space between the two polymers.   Percolation thresholds 
of these blend-based composites can be as low as 1 vol%, although conductivity is also 
low.  A similarly low threshold can be achieved with higher electrical conductivity 
through the use of a polymer emulsion. 
Polymer emulsions (also known as latex) are composed of suspended 
microscopic solid polymer particles in water.  Emulsion-based segregated networks have 
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been used to create electrically conductive polymer composites with antimony-doped tin 
oxide, carbon black, and carbon nanotubes.  Electrical conductivities of these filled 
emulsions can achieve values greater than 1000 S cm-1 and percolation thresholds below 
0.1 vol%.  This low percolation threshold is attributed to the solid polymer particles 
excluding volume and forcing the smaller electrically conductive nanoparticles 
(nanotubes, carbon black, etc.) into the interstitial space between them during drying.  
The polymer particles assume a close-packed configuration as water evaporates out of 
the system and ultimately coalesce into a coherent film if the minimum film formation 
temperature of the polymer is exceeded.  This restricted organization of the conductive 
filler leads to the creation of a three-dimensional segregated network, as shown 
schematically in Figure A.1. 
 
 
Figure A.1.  Carbon black, stabilized by gum arabic in water, exists as a homogeneous 
aqueous suspension with latex particles.  Upon drying, a segregated network of CB 
forms in the interstitial space between these polymer particles. 
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In theory, latex particle size can be used to tailor percolation threshold.  For a 
compacted mixture of polymer and conductive particles, the percolation threshold should 
decrease as the ratio of polymer to conductive particle size increases according to: 
𝑉𝑐 = 50𝐴 �1 + 𝐵 �𝑅𝑝𝑅𝑚��−1                                                    (A.2) 
where Vc is the critical volume fraction of conductive filler necessary to impart 
macroscopic composite electrical conductivity (i.e., the percolation threshold), A and B 
are constants related to the distribution and packing of conductive filler, Rp is the radius 
of the polymer particle and Rm is the radius of the conductive particle (~7.5 nm).  While 
the above relationship qualitatively holds for powder-based composites, composites 
using latex as the polymer matrix starting material have never been studied 
experimentally.  Although the general relationship between particle size and percolation 
threshold holds, latex is able to create much lower than expected thresholds. 
In the present work, carbon black (CB)-filled latex-based polymer composites, 
made with varying polymer particle diameters, were examined.  Monodispersed acrylic 
latexes were synthesized with four different particle sizes, ranging from 83 – 771 nm.  It 
is shown that the percolation threshold is reduced from 2.7 to 1.1 vol% CB as the 
polymer particle size increases.  These segregated network composites also exhibit an 
increase in storage modulus with increasing CB concentration, although there is no 
discernable influence of polymer particle size.   Glass transition temperatures of the 
different composite series did not show any affect as the CB concentration increased, 
which suggests little interaction between matrix and filler.  This is an ideal situation for 
producing the highest conductivity composites due to intimate contact amongst 
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conductive particles.  The ability to decrease percolation threshold, with increasing latex 
particle size, is an important tool in creating electrically conductive polymer composites 
with minimal added filler. 
 
A.2 Experimental 
A.2.1 Latex Synthesis 
The polymer emulsions used as the composite matrix starting material for this 
study were synthesized with four different number average particle diameters (83, 128, 
527 and 771 nm), from methyl methacrylate (MMA) (Fisher Scientific, Houston, TX) 
and butyl acrylate (BA) (Acros Organics, Geel, Belgium) monomers.  Latex diameter 
(nm) is referred to as particle size throughout this study.  Table A.1 shows the weight of 
each ingredient used to prepare each size of latex.  The MMA and BA monomers were 
added to a flask and magnetically stirred for 10 minutes.  In a separate flask, sodium 
dodecyl sulfate (SDS) (Sigma-Aldrich Inc., Saint Louis, MO) surfactant, ammonium 
persulfate (APS) (Acros Organics, Geel, Belgium) initiator, and sodium hydrogen 
carbonate (NaHCO3) (Sigma-Aldrich Inc., Saint Louis, MO) buffer were mixed together 
while magnetically stirring for 10 minutes.  The monomer and aqueous solutions were 
then mixed together at 1800 RPM for 30 minutes to form a pre-emulsion.  A round 
bottom, three-necked flask was then equipped with a nitrogen inlet, thermocouple, 
condenser, mechanical stirrer, pre-emulsion injection tube, and filled with 100 g of 
deionized water.  The flask was then purged with nitrogen for 30 minutes, while heating 
the water to 70°C.  After mixing, a seed was formed by adding the specified weight of 
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pre-emulsion, while mechanically agitating at 70°C with a nitrogen flow.  After one hour 
of heating at this temperature, the rest of the pre-emulsion was fed into the solution at 
1.5 mL min-1 until finished.  Once completely fed, the reaction was continued for 
another three hours to finish the synthesis.  The final emulsions were all 23 wt% solids, 
with each having an approximate glass transition temperature of 19°C. 
 
Table A.1.  Weights of ingredients used to make polymer emulsions with varying 
particle size. 
Pre-Emulsion (g) 
MMA/BA 
83 
MMA/BA 128 MMA/BA 527 
MMA/BA 
771 
MMA 72 72 72 72 
BA 60 60 60 60 
SDS 2.64 1.32 0.132 0 
APS 0.99 0.99 0.99 0.66 
NaHCO3 0.66 0.66 0.66 0.66 
H2O 300 300 300 300 
Seed (g)         
Pre-Emulsion 105.8 9.74 6.49 6.49 
H2O 100 100 100 100 
Post Synthesis (g)         
SDS 0 0 1.188 1.32 
 
A.2.2 Composite Preparation 
Carbon black (VULCAN XC72R provided by Cabot Corporation, Billerica, 
MA), with an average primary particle size (diameter) diameter between 10 – 15 nm, 
was used as the model electrically conductive filler.  The BET surface area was 
estimated to be 230 m2 g-1 while intraparticle porosity was assumed to be 2 g cm-3.  Gum 
Arabic (GA) (Sigma-Aldrich Inc., Saint Louis, MO) was used to stabilize the CB in 
 135 
 
water during composite preparation.  The glass transition temperature (Tg) of GA is 
reported to be 62°C at a relative humidity of 33%.  CB:GA with a dry weight ratio of 2:1 
was prepared using an aqueous solution of 3 wt% GA.  This ratio was chosen based on a 
stabilization study showing this weight ratio as the lowest mass of GA to sufficiently 
stabilize CB.  The aqueous suspensions were then sonicated with a VirTis Virsonic 100 
ultrasonic cell disrupter (SP Industries Inc., Warminster, PA) for 10 minutes at 50 W in a 
water bath.  The latex system, with a given polymer particle diameter, and deionized 
water were added to the 2:1 CB:GA aqueous suspension and sonicated again for another 
10 minutes at 50 W.  The solutions were all left at their natural pH levels.  This final 
aqueous suspension contained 5 wt% total solids.  Composites with six different CB 
concentrations (2, 4, 6, 8, 10, 12, 14, and 16 wt%), were prepared with each latex by 
drying suspensions in a 26 cm2 plastic mold for 2 days under ambient conditions and 
then for 24 hours in a vacuum desiccator.  The wt% of these composites were converted 
to vol% by assuming a polymer particle density of 1.14 g cm-3, based on the densities of 
MMA and BA, and a carbon black density of 1.89 g cm-3. 
 
A.2.3 Characterization 
The polymer particle size of each latex was determined with a light scattering 
particle analyzer (Microtrac UPA 250, Toronto, Canada) using the following solution 
parameters: 1.33 refractive index for the fluid, 1.49 refractive index for the polymer 
particle, polymer particle density of 1.14 g cm-3, and a viscosity between 0.797 – 1.002 
mPa s.  Each analysis was run for three, 30-second periods, with the average polymer 
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particle size reported in Table A.1.  The sheet resistance (Ω) of CB-filled composites 
was measured with a four-point probe system (Signatone S-301 series, Gilroy, CA).  
Resistance was converted to electrical conductivity (S cm-1) by taking the product of the 
inverse of both sheet resistance (S) and film thickness (cm-1).  Five measurements were 
taken on the top and bottom surfaces of the composites to ensure that a given sample 
was isotropic.  Storage moduli and glass transition temperatures were measured with a 
Q800 Dynamic Mechanical Analyzer (DMA) from TA Instruments (New Castle, DE).  
The composites were cut into strips (~25 mm in length and 3 mm in width) and 
measured in tensile mode, with the amplitude of oscillation maintained at 10 µm.  
Temperature was ramped at a rate of 5°C min-1, from -60 to 60°C, during testing.  The 
scanning electron micrographs (SEMs) of composite cross-sections were taken with an 
FEI Quanta 600 FE-SEM (Hillsboro, OR).  Samples were soaked in liquid nitrogen and 
freeze-fractured by hand, then sputter coated with 4 nm of platinum prior to imaging.  
During imaging, the accelerating voltage was 10 kV, with a spot size of 3.0 nm and a 
working distance of approximately 10 nm. 
 
A.3 Results and Discussion 
Figure A.2 shows SEM cross-sectional micrographs of CB-filled latex-based 
composites containing 2.56 vol% CB.  The composite made with MMA/BA 83 (i.e., 83 
nm particle size latex) does not clearly show the expected segregated network.  This lack 
of apparent structure may be due to the sample being too close to the percolation 
threshold, meaning there is not sufficient CB (bright spots) to create long pathways 
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around the many small latex particles (dark regions).  At this concentration, the electrical 
conductivity is not measurable for this composite, as will be discussed in the next 
section.  Figure A.2b is a composite with MMA/BA 128 that better shows the segregated 
CB network throughout the cross-section.  The extensive CB pathways suggest that the 
percolation threshold has been exceeded with 2.56 vol% CB.  Both latex systems (83 
and 128 nm) coalesced well, enveloping the CB pathways and reducing the porosity that 
accompanies incomplete coalescence.  Figures A.2c and d show composites made with 
MMA/BA 527 and MMA/BA 771, respectively.  These two composites exhibit 
incomplete coalescence, with spherical polymer particles easily discerned.  Poor 
coalescence creates microvoids that make it difficult to see the much smaller CB 
particles in these cross-sectional images.  It is important to note that the close-packing 
behavior of these latex particles (schematized in Figure A.1) is observed in Figure A.2c.  
In all four images, the CB does not appear to significantly interact with the latex-based 
matrix, which contributes to stronger networks and higher electrical conductivity. 
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Figure A.2.  SEM cross-sectional images of 2:1 CB:GA composites containing 2.56 vol 
% CB in MMA/BA 83 (a), MMA/BA 128 (b), MMA/BA 527 (c), and MMA/BA 771 
(d). 
 
Figure A.3 shows SEM cross-sectional micrographs of composites containing 
7.88 vol% CB, made with varying latex particle sizes.  The composite made with 
MMA/BA 83, shows an increased amount of CB aggregation and porosity relative to the 
same composite system with 2.56 vol% CB (Figure A.2a).  Additionally, CB appears to 
be well dispersed throughout the cross-section, with electrically conductive pathways 
much more apparent.  The MMA/BA 128 based composite (Figure A.3b), with its larger 
polymer particle size, shows a very developed segregated network, much like that with 
10 µm
(a)
10 µm
(d)
10 µm
(c)
10 µm
(b)
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2.56 vol%.  More porosity is again observed with this higher concentration of carbon 
black.  Both the 83 and 128 nm emulsions coalesce and envelop the filler very well at 
this higher CB concentration, which is consistent with the lower concentration.  
Although the MMA/BA 527 (Figure A.3c) and 771 (Figure A.3d) latexes fail to 
completely coalesce, it is interesting to note that the 527 nm latex exhibits improved 
coalescence with this greater CB concentration (compare Figure A.2c and A.3c).  This 
filler induced coalescence has been observed previously, and may be due to enhanced 
colloidal interactions induced by the stabilized CB, which acts as a compatibilizer.  The 
interfacial tension between the larger latex particles was reduced, which promoted better 
coalescence.  The CB in MMA/BA 527 appears to form pathways around polymer 
domains where many latex particles have coalesced.  Cracks in all of these composites 
are due to CB aggregation that creates porosity that ultimately interconnects.  MMA/BA 
771 (Figure A.3d) still shows significant latex particle packing, with limited coalescence 
between particles.  Lack of sufficient coalescence makes it difficult to see the CB 
pathways, even at this increased CB concentration.  In general, increasing CB 
concentration creates more porosity and microcracks that can degrade composite 
mechanical behavior. 
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Figure A.3.  SEM cross-sectional images of 2:1 CB:GA composites containing 7.88 vol 
% CB in MMA/BA 83 (a), MMA/BA 128 (b), MMA/BA 527 (c), and MMA/BA 771 
(d). 
 
Figure A.4 shows glass transition temperatures (Tg) for the different latex 
particle size composites as a function of CB concentration.  Tg values were taken as the 
inflection point of the loss modulus curves measured with DMA.  The neat latexes (0 
vol% CB) exhibit the highest Tg (~33°C) with the smallest particle size, which is likely 
due to the greatest film coalescence.  MMA/BA 527 has the lowest Tg of only 15°C.  
Even with this seemingly broad Tg range, each latex had a minimum film formation 
temperature (MFFT) near or below room temperature, which is signified by the neat 
10 µm
(a)
10 µm
(d)
10 µm
(c)
10 µm
(b)
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latex films being relatively transparent.  If dried below the MFFT, a latex film would 
appear white (or opaque) air-filled voids between uncoalesced polymer particles (that 
causes light scattering).  As the CB concentration increases, the disparity amongst Tg for 
all four latexes becomes negligible and very similar to the neat latex.  This confirms that 
the CB network does not interact strongly with the polymer matrix and indirectly 
confirms that CB enhances coalescence.  If there was a strong interaction between the 
filler and matrix, the Tg would increase more dramatically with increasing filler 
concentration due to the restriction of polymer chains.  The influence of GA on the Tg of 
these composites is expected to be minimal due to its relatively low concentration.  At 
the highest CB concentration, GA makes up 8 wt% of the composite, which would only 
produce a two degree increase in Tg (according to the Flory-Fox relationship [i.e., 
parallel rule of mixtures] and ignoring non-interacting CB). 
 
 
Figure A.4.  Glass transition temperatures, as a function of carbon black concentration, 
for composites made with increasing latex particle size. 
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The storage moduli of these composites, measured at -40°C, are shown in Figure 
A.5.  As expected, stiffness increases with increasing CB concentration.  Greater 
coalescence of MMA/BA 83 results in the higher storage modulus shown here, relative 
to the other latexes, especially at low CB concentration.  Additionally, the size similarity 
between polymer and CB particles gives this composite system a more solution-like 
structure that minimizes aggregation and associated porosity.  Neat MMA/BA 128 
exhibits the lowest storage modulus, which is why it is able to deform around the CB 
most effectively, creating a tighter network.  This strong network explains the highest 
modulus (~11 GPa) exhibited with 7.88 vol% CB.  Neither MMA/BA 527 or 771 show 
significant improvement in their moduli with increasing CB concentration.  This is 
attributed to the porosity shown in the SEM images (Figure A.3c and d) that acts as a 
zero modulus filler.  MMA/BA 771 exhibits a critical pigment volume concentration 
(CPVC) near 7.88 vol%, which is signified by a peak in modulus followed by a steady 
decrease with greater filler concentration.  Porosity is a critical issue for segregated 
networks due to the inability of the polymer to effectively fill voids between particles.  
Beyond the CPVC, which is often below 10 vol% for most segregated networks, 
porosity becomes extensive and begins to degrade composite mechanical behavior.  
Improved CB dispersion and elevated drying conditions (to promote latex coalescence) 
would potentially reduce the amount of porosity and increase modulus. 
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Figure A.5.  Storage moduli, measured at -40°C, as a function of carbon black 
concentration, for composites made with different latex particle size. 
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exponentially with CB concentration, with all composites reaching approximately 0.7 S 
cm-1 at 6 vol% CB beyond their respective percolation threshold.  It is important to note 
that the smaller the latex particle size, the greater amount of CB required to reach the 
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associated with smaller latex particles, which creates a random, less segregated 
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have a truly random structure.  Table A.2 summarizes latex matrix particle size, 
percolation power law fitting parameters, percolation threshold prediction, and quality of 
fit for these latex-based composites.  Percolation threshold predictions for the different 
latex-based composites (Vp) were calculated using Equation A.2.  In this case, the 
constants A and B are 0.33 and 0.2775, which correspond to hexagonal packing of filler 
particles to produce the smallest threshold values.  As expected from the model, the 
smallest particle size latex yields the largest percolation threshold.  Despite this 
qualitative agreement, all of the experimental data points for the latex-based composites 
fall well below the theoretical prediction especially for particles below 200 nm. 
 
Table A.2.  Latex matrix particle size, percolation power law fitting parameters, 
percolation threshold prediction, and quality of fit for latex-based composites. 
Latex 
Matrix 
Dn (nm) σ0 (S/cm) s 100Vc Vp 
MMA/BA 83 83 24.6 1.73 2.70 7.49 
MMA/BA 
128 
128 22.6 1.69 2.22 5.65 
MMA/BA 
527 
527 26.9 1.59 1.43 1.77 
MMA/BA 
771 
771 29.8 1.67 1.09 1.24 
 
Figure A.6b shows how percolation threshold decreases with increasing latex 
particle size.  MMA/BA 771 has less than half the threshold (~1.1 vol% CB) of 
MMA/BA 83 (~2.7 vol% CB).  The solid line represents the prediction of the 
percolation threshold (Vp) using Equation A.2.  A theoretical latex particle size of 891 
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nm is needed to obtain the same percolation threshold as MMA/BA 771.  The 
discrepancy between theory and experiment gets larger as the latex particle size 
decreases, with a theoretical particle size of 84 nm needed to achieve the Vp exhibited by 
MMA/BA 83.  This can be explained by the small latex particles aggregating into larger 
effective particle sizes due to colloidal forces.  Figure A.2a provides some visual 
evidence of these larger, multi-particle domains.  It should be noted that the stabilization 
of CB by GA negatively affects conductivity, resulting in an increase in the overall 
percolation threshold.  GA is an intrinsically insulating stabilizer that deters electron 
transport through the CB pathways.  It is possible that the thresholds could be reduced 
further with lower stabilizer concentration or a conductive stabilizer.  Other segregated 
network systems that have achieved comparable percolation threshold reductions tend to 
attain maximum electrical conductivity plateaus closer to 0.01 S cm-1.  The conductivity 
plateau of 0.7 S cm-1 shown for all series here (Figure A.6a) is quite extraordinary when 
combined with a percolation threshold as low as 1.1 vol% CB. 
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Figure A.6.  Electrical conductivity is shown as a function of carbon black concentration 
for different latex particle sizes (a) and their respective percolation thresholds as a 
function of latex particle size (b). The solid lines in (a) represent sight lines for the 
respective composite series, while the line in (b) represents the predicted threshold using 
Equation A.2 and 15 nm for CB particle size. 
 
A.4 Conclusions 
Four series of latex-based carbon black-filled polymer composites were prepared 
with differing latex particle sizes in an effort to tailor the percolation threshold and 
associated properties.  SEM images show characteristic differences between the 
microstructure of the four systems as the CB concentration is increased.  The glass 
transition temperatures for all systems were relatively unaltered with changing CB 
concentration, which suggests that there was little interaction between the polymer 
matrix and the stabilized electrically conductive filler.  Storage modulus was shown to 
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predicted based upon particle size ratios due to aggregation of polymer particles during 
drying, which resulted in a much larger effective particle size.  The reduction in 
percolation threshold demonstrated here could be combined with clay, higher modulus 
latex particles, or other dispersing aids, to further reduce the percolation threshold. 
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